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Danish Chest of Drawers: Circa 1920 


Included In This Issue: Contemporary Writing Desk - Spaghetti Measure 
Horizontal Boring Jig * Early American Corner Cupboard * Whale Toy 
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BACK ISSUES 


Spalted Boxes Sept/Oct 181 


Oak Writing Desk 
Mar/Apr 81 


Half-Round Table 
Mar/Apr 81 


Jan/Feb 81 


Each issue of THE WOOD WORKER'S JOURNAL is filled with detailed plans for all types of woodworking projects, a few of 
which are shown above. There are also regular columns on restoring antiques and workshop income plus useful jigs and 


shop tips, but our main purpose has always been to provide our readers with a variety of PROJECT PLANS. Check the con- 
tents of available issues below and send your order today...supplies are limited. 


Vol. 1 No, 5 Sept-Oct "77; Taper Jig, Counting-House 
Desk, Dancing Man Folk Toy, Shaker Step-Chest, Duck 
Decoys, 3 Wall Decorations, Hutch Cupboard, Collec- 
tor's Pier Cabinet, Box Joint Jig, Picture Frame. 


Vol. 3 No. 6 Nov-Dec 79: Clothes Tree, Pine Floor 
Lamp, Harvest Table, 5 Holiday Gifts, 19th Cent. 
Washstand, Tablesaw Round Tapering Jig, Quilting 
Frame, Tot’s Tricycle, Swedish Door Harp. 


Vol. 4 No. 1 Jan-Feb "80: Doughbox End Table, Con- 
temp. Loveseat, Mahogany Chairside Table, Corner 
Cupboard Part I, Small Pine Corner Cabinet, Knife 
Rack-Cutting Board, Apple-Shaped Mirror, Pine Tape 
Dispenser, Auxilliary Cut-Off Table for Tablesaw. 


Vol. 4 No. 2 Mar-Apr '80: Firewood Rack & Carrier, 
Red Baron Triplane Toy, Pine Pie Safe with Pierced Tin 
Panels, Contemp. Glass Top Coffee Table and Match- 
ing End Table, 19th Cent. Pine Commode, Corner Cup- 
board Part II, Butcher Block Toy Box, Mahogany Cor- 
ner Shelf, Jig for Wooden Trivets, Radial Arm Crosscut 
Table. 


Vol. 4 No. 3 May-June '80: Miniature Campaign Chest, 
19th Cent. Sawbuck Table, Decorative Frog, Violin 
Sconce, Shaker Cutlery Tray, Swinging Bracket & 
Planter, Club Chair & Ottoman, Oak Cottage Chair, 
Wooden Lock. 


Vol. 4 No. 4 July-Aug '80: Magazine Rack, Gothic Oak 
Stool, Whale Cribbage Board, Doll Cradle, Nut & Bolt 
Toy, Basketweave Planters, Easy Wall Clock, Router 
Bit Box, Pine Cellarette, Lap Chessboard, Pine Wall 
Box. 


Vol. 4, No. 5 Sept-Oct '80: Cabinetmaker's Work- 
bench, Cobbler's Bench Coffee Table, 19th Cent. 
Cherry Table, Kitchen Utensils, Book Rack, Nuts & 
Bolts, Nutcracker, Walnut & Glass Bank, School- 
house Desk, Booster Seat. 


Mol. 4 No. 6 Nov-Dec '80: 17th Cent. Mantle Clock, 
Toy Truck, Bud Vase, Grain Scoop, Letter Rack, Phone 
Memo Caddy, Toy Circus Wagons, Animal Puzzles, 
Library Stool, Quilt Rack, Ratchet Table/Lamp, 18th 
Cent. Trestle Table, Lathe Steady Rest. 


Vol. 5, No.1 Jan-Feb '81: 18th Cent. Wall Shelves, 
Hand Mirror, Cutting Boards, Tic-Tac-Toe Game, 18th 
Cent. Vanity, Shaker Pine Cupboard, Tenon Jig, Towel 
Ring, Matchbox, Corner Shelves, Contemporary Cab- 
inet, Black Forest Clock, Shop Drawing Board. 


Vol. 5, No. 2 Mar-Apr '81: Child's Rocker, Bandsaw 
Jig, Push-Pull Toy, Half-Round Table, Spoon Rack, Salt 
and Pepper Shakers, Calculator Stand, Anchor Therm- 
ometer, Plant Stand, Oak Writing Desk, 18 Cent. Chair 
Table, Shop-Built Handscrew. 


Vol. 5, No. 3 May-June '81: 18th Cent. Sleigh Seat, 
Child's Step Stool, Kiddie Gym, Flying Duck, Domi- 
noes, Trouser Hanger, Mug Rack, Folding Sun Seat, 
Ship's Wheel Table, Contemporary Buffet. 


Vol. 5, No. 4 duis Aut 181: Longhorn Steer, Bike Rack, 
Miniature Chest, Doll House Bed, Curio Shelves, Belt 
Rack, Rocker Footrest, Early American Wall Shelf, 
Multipurpose Cabinet, Box Cutting Jig. 


Vol. 5, No. 5 Sept-Oct '81: 18th Cent. Rudder Table, 
Musical Jewelry Box, Colonial Candlestick, Deacon's 
Wall Shelf, Toy Hippo, Spalted Boxes, Woodbox, Sew- 


ing Cabinet with Tambour Doors, 18th Cent. Tavern 
Table, Router Jig for Stopped Dadoes. 


Vol. 5, No. 6 Nov-Dec '81: Old-Time Icebox, Victorian 
Sled, Tile Clock, Wine Glass Holder, Mahogany Wall 
Shelf, Inkwell, Ване! Slicer, Seal Push Toy, Wooden 
Combs, Antique Knife Tray, Memo Cube, Fireplace 
Bellows, Contemporary Shelving, Weather Station, 
Shop-Built Bar Clamp. 


Vol. 6, No. 1 Jan-Feb '82: Contemporary Sofa Table, 
Artist's Easel, Candle Box, Laminated Box, Butcher 
Block Knife Rack, Frog Pull Toy, Infinity Mirror, Japa- 
nese Style Table Lamp, Empire Footstool, Desk Caddy, 
Stepped-Back Hutch, Buckboard Seat, Latticework 
Cutting Jig. 


Vol. 6, No. 2 Mar-Apr '82: Early American Blanket 
Chest, 18th Cent. Corner Shelf, Pine Footstool, Cheese 
Cutting Board, Napkin Holder, Trivets, Coaster Set, 
Pierced Tin Cabinet, Hutch Clock, Oak File Cabinet, 
Mahogany Tripod Table, Wall Hung Plant Bracket. 


"Vol. 6, No. 3 May-June "82: Country Kitchen Cabinet, 
Rough-Sawn Cedar Clock, Swinging Cradle, Toy Heli- 
copter, Casserole Dish Holder, Ship's Wheel Weather 
Station, Octagonal Planter, Tambour Desk, Band Saw 
Boxes, 19th Cent. Step-Chair, Sailing Ship Weather 


Vane. 


Vol. 6, No. 4 July-August "82: Dovetailed Footstool, 
Toy Chest, Plant Stand, 18th Cent, Lawyer’s Case, 
Frame and Panel Joint with Decorative Bevel, Collec- 
tor's Plate Frame, Perera Trestle Table and Bench, 
БАЙ Cent. Danish Washstand, Contemporary Wall 

alet. 


Please Note 


Vol. 1, No. 5 through Vol. 4, No. 4 are newsprint issues for $1.50 each. From 
Vol. 4, No. 5 on, they are magazines for $2.50 each, postpaid. CT residents only 


please add 714% sales (ах. 
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Shoptalk 


The Birth of a Project 


The convoluted process by which a seemingly simple pro- 
ject reaches its final published state never fails to fascinate 
me. As an example, the ‘‘simple’’ towel holder on page 41 
was conceived many weeks ago when | mentioned that a 
relatively easy-to-make utilitarian project, preferably in a 
contemporary style, was needed to fill one page. 

A cousin of mine who had a lot of unwelcomed leisure 
time while recovering from a motorcycle accident, got word 
of our urgent need and mailed in some sketches for a towel 
rack that was basically a slotted box fastened to a wall. The 
basic idea was intriguing so we built a prototype and, as we 
usually do, showed it to all of the staff to get their reactions. 
Everyone tried it out with dish towels and all agreed that it 
was an attractive and useful design. I liked it but felt that 
the prototype was а bit too ‘‘klunky’’ looking and that the 
design needed some further refining. 

Someone suggested that it would look better if the slotted 
board appeared to be set out from the wall with no visible 
means of support. It took about half an hour to come up with 
a way to create this effect without being too complicated or 
wasteful of material and we all felt pretty good about the 
final design. It looked good, was useful, inexpensive and 
easy to make. As far as we were concerned, all our criteria 
had been met. A finished piece was made and rushed to the 
photo studio...another ‘‘simple’’ project completed. 


Another Computer 


- Coincidental with turning out our biggest issue ever, we 
multiplied our daily problems by making a transition from 
one computer system to another. Being well over the age of 
40, I've managed to stumble blissfully through life without 


any real understanding of computers and the unique lan- 
guages needed to deal with them. I once thought that soft- 
ware referred to the dust cover you put over them at night. 
Needless to say, this computer change was undertaken only 
after a lot of soul-searching and anxiety on my part...and 
only after being convinced that it was immediately neces- 
sary to prepare for future growth. 

I tell you this because you may have noticed that our 
mailing labels are different. If you are, like me, mistrustful 
of computers, do not be alarmed by the extra gibberish on 
the label. The top line consisting of certain letters of your 
name and the numbers of your zip code is actually the ac- 
count number by which the computer recognizes you. On 
the right-hand side of the same line is your expiration date. 

Some of you, with Jr. or M.D. after your names many be 
dismayed to find that these distinguishing additions have 
now been transposed into your middle initials. Apart from 
looking silly, this will do no harm and the computer will 
soon be cajoled into putting them back where they belong. 

If you have any questions or problems concerning your 
subscription I urge you to refer to our comments on page 23 
which implore you not to suffer in silence. Let our Circula- 
tion Department know if something is wrong and if you're 
really steamed up, write to me personally. 


More Big Shows 

Two annual Excellence in Woodworking shows are com- 
ing up soon. For Easterners the place to be October 15th to 
17th is Madison Square Garden. The midwestern show will 
be held November 12th to 14th at the Hyatt Regency Hotel 
in downtown Chicago. Admission at either show is $5.00. 
These shows have become quite an annual event which all 
woodworkers will enjoy...so come up out of the cellar and 

see what the other guys are doing. 
Jim McQuillan 


ATTENTION WOODWORKERS — SPECIAL PRICES 


14" Vertical Bandsaw 
with /; HP motor, stand, 
cast iron frame 


SHIP WT. 
185 Ibs 


SAVE ‘200 


FOB YORK 


14” x 92" bandsaw 
blade included 
14" x 14" square 
cast iron table 
tilts 4598, 10°L 
Adjusting blade 
tension wheel 
& tilt adjustment 
Cast wheels, 
rubber tired, 
sealed ball bearings 
Sealed roller bearing 
blade edge backup 
* Adjustable blade guides 
Ф Approx. 6” high cutting capability 
е 1/2 HP motor single phase 115 VAC 60C 
SEND 21.00 FOR MACHINERY SALE CATALOG 


SHIP WT. 
95 Ibs. 


з 5" Automatic 


20" x 6" Automatic Wood Planers 


(мс) He 


avy cast iron construction е 1000 Ibs. of machine 
е segmented feed roll е tested & ready to run 


7;. FREE FREIGHT TO 48 STATES Я Еж. 
e Automatic stock feed i» | 
* 3 blade cutter head 
e 3 HP single or З phase 
TEFC motor 220 VAC 
* Dual pulleys & belts 
* Chain drive auto feed 
Ф Machine size — 


ста 30" x 35" x 37” 
< е Cast iron chippers 
SAVE “1000 


52095599 
BRIDGEWOOD MODEL 
SHG200 


LEASE 
MACHINES 
CALL OR WRITE 
FOR 
DETAILS 


Deluxe Model 
SAVE 21000 


5349599 
BRIDGEWOOD MODEL. 
14. a. АК 

CUTTER KNIFE GRINDER 
Wood Planer Моче езт 20: i 


à Ship wt. 77 Ibs. 
SAVE'0 with motor | ОЗОК _ 


550099 «+ v HP motor © 7" x 18" table | 


^ Model SSA-120 “ Sturdy cast iron construction 


FOB YORK * Planes up to 5” wide x 2/2” thick 


1519 Mt. Rose * York, PA 17403-2996 
(яме) WILKE MACHINERY со. 717-846-2800 е 717-843-4924 
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WORLD'S FINEST 
WOOD LATHE 
CUTTING TOOLS! 


30-DAY 
FREE 


TRIAL! 


#100 CHISEL 


DIACCURATE 
DIACCURATE 


Gives you built-in accuracy each and every time. Nothing 
else like it! Di te automatically stops cutting when 
the correct size is reached! This patented tool is acclaimed 
as one of the first true innovations in lathe turning tools 
since the middle ages. Use it for dowels, tenons, beads and 
spheres, Made of extra high carbon tool steel for years of 
dependable life. Choose from ten sizes, 3/8, 7/16, 1/2, 
9/16, 5/8, 3/4, 7/8, 1, 1-1/8, 1-1/4 at 19.95 each... ог 
save $20.00 and order full set for only $179.50 postpaid 


#100 CHISEL 

One of the most useful chisels you will ever use on a wood 
lathe. Works as a parting tool or for finest detail. Narrow 
cutting edge lets you handle those tight V's and coves like 
never before! Heavy construction, large comfortable 
handle, extra high carbon steel tempered for long life. 
Available in square — $19.00 or round nose — $21.00 
postpaid, 


Diaccurate automatically stops cutting when the right 
diameter is reached . . . no calipers, no measuring needed. 
Prevents costly mistakes, saves time, saves materials! 


30-Day Money-Back Guarantee! 
Credit Card Orders Call Toll-Free 1-800-821-6651 


Woodmaster Tools І 
2849 Terrace, Dept 1-2 | 
Kansas City, Мо. 64108 Г 


YES! Please rush my lathe tools postpaid. | under- 
stand | am protected by your full 30-Day Money-Back 
Guarantee! І 


Payment enclosed (| Charge ту ( 
Mastercard ( ) VISA account (include car 
no. and expiration date with order). 

Please send further information 


NAME 


ADDRESS 


CITY 


| 
i| 
| 
| 
| 
| 
| 
| 


] state з ТІР І 


1 
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DARK WALNUT 


Deep 
Penetrating 


with urethane added 
for extra durability. 


CATALOG 


Professional Quality 
Tools and Accessories 
All the hard to find professional quality 
hand tools, power tool accessories and 
shop components that make a home 
workshop complete. Plus a choice 


selection of cutlery, project supplies 
and garden tools! 


FREE! SEND TODAY 


PRINCETON 


P.O. Box 276-7, Princeton, MA 01541 
Gentlemen: 

Please send me your new 
FREE 1983 Catalog. 


Name 
Address 
City 
State Zip 


You'll find the unique Shopmate Dust 
Collection System plus hundreds of 
other work- and time-saving products in 
the latest edition of our "Better 
Woodworking Catalog and Guide". 
Informative tips and techniques make 
it one of the most fascinating, 
educational catalogs you'll ever read. In 
addition to interesting hints on selecting 
and using all types of woodworking 
tools, this 36-page catalog offers some 
of the best values you'll find anywhere. 


Receive $2 off your 
first order! Г 
Send 51 with the coupon 
below and we'll rush 
your catalog to you 
along with a refund 
offer good for $2 off 
your first order. 
That's double 

your money back! 


Become a better, more 
confident woodworker in record 
time. Send for your copy of “Better 
Woodworking Catalog and Guide" today. 


Shopsmith Inc. 


The Home Workshop Company 
750 Center Drive 
Vandalia, Ohio 45377 


О YES! piease send my copy of 
"Better Woodworking Catalog and Guide" 
with complete information on the 
Shopmate Dust Collection System. 

Enclosed is $1.00. І will receive $2 00 off on 
my first order. Гат under no obligation 


Name 


City — — -- 


State — Zip. 


| 
| 
| 
| 
| 
Address - | 
| 
| 
Shopsmith, Inc. І 
750 Center Drive | 
Vandalia, Ohio 45377 

*Shopsmith, Inc. 1982 Dept. xoc | 


Easy-To-Make Wood Toys 


Largest selection of wood toy patterns Ж 
More than 300 designs to choose от... Large 22 x 32" pattern 
pages, full size drawings, step-by-step instructions. For ten years, 
the leader in wood toy design and toy parts. 


“А” Puzzle Series 
Simple beginning, 
stand-up puzzle/ 
push toy projects. 
Use 234” wheels. 


A4: 6 Farm Animals 
Я (not pictured) 

А5:4 Children’s Toys 
Nag: 6 Wild Animals 
(not pictured) 


A17: 3 Fun Animals 
A19: Looney Birds 


“М” Vehicle Series 


Simple, quick-to- 
make cars, truck, trains 


& planes. Use 172" wheels. D — 


al I} | NB p. 


ARAZI 
N15: Steam locomotive with 4 cars. Sor 
N19: 8 Crazy Clunkers 
№20: 7 Crazy Clunkers 


а 
© 
9 
4 
E 


N21:3 1901-10 classic 
cars (not pictured) 
N22: 1907 classic cars 7 


N25: 2 1922-27 
classic trucks 


s hus ES 
= ОЕ LHS 
“Catalog FREE with any ЭЎ, 


order, catalog alone 51.00 Ж - 


VISA/MASTERCARD 
orders, please include the 
card number with expiration 
date and signature. 


FREE with Every Order 
Ж 1һе 24 ра. Боок: ж 
бгатра'5 Secrets to 
making wood toys with hand tools. 
SS ESS ЕЗ Л 1 БА eee eee 


Circle your pattern choices, $3 each ppd 


А4 A5 A8 A9 А17 A19 N15 N19 N20 
N21 N22 N24 N25 F1 F2 F3 

[0 1%” wheels 20/pkg $3.50 ppd 

Ореоріе 4/рка 51.40 рра О 234” wheels 4/ рка $3.40 ppd 


Ж-Қ 


кы 


Мате 
Address 
City State Zip. 
Phone #. 


The Toymaker Supply Company 
Ж. Love-Built Company 


Dept. 179 Tahoe City CA 95730-5459 
тїтїнї на на ЕШ AAA аа а ГА ПА ГА а A а а аа а аа A Па а на E 
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Letters 


І am in the process of making a roll- 
top desk and will soon be tackling the 
tambour. Can you tell me what is the 
best glue to use in order to attach the 
slats to the canvas? Is the canvas avail- 
able at art supply stores suitable for 
this? 

Charles Dugas, Opelousas, LA 


Aliphatic resin (often called yellow 
glue) is a good glue for securing wood 
tambours to canvas. It's sold under 
several trade names, the two most 
common being Titebond and Elmer's 
Carpenter's Glue. 

Artist's canvas of about 10 ounces іп 
weight is a good choice for a roll-top. 
It's available at most art supply stores. 


Can you tell me where I can pur- 
chase % inch diameter walnut dowels? 
Robert E. Gillenwater, Jerseyville, IL 


Walnut (and oak) dowels in 36 inch 
lengths are sold by the company 
Woodworks, 4013 Clay Ave., Suite A, 
Fort Worth, TX 76117. Diameters 
range from % to I inch, and include ЗА 
inch. Send 25€ for a copy of their cur- 
rent catalog. 


Iam trying to get a set of plans so I 
can build a 3 or 4 inch belt sander. Can 
you help? 

Darrel Richardson, Peotone, IL 


Plans for a 6 inch stationary belt 
sander are available from бШот 
Manufacturing Inc., 1109 North 
Second Street, St. Charles, MO 63301. 
Price is $4.00 plus $1.00 for first-class 
postage. 


Editor's Note: Readers in the Milwau- 
kee area will be interested to learn оў 
the Wisconsin Woodworkers' Guild. 
According to the guild's president, 
Frank 8. Obremski, the organization 
was formed in order to ‘‘disseminate 
as much information as possible on all 
aspects of woodworking, through lec- 
tures, | demonstrations, ^ seminars, 
exhibits and, when possible, work- 
shops "'. 

Any woodworker in the Milwaukee 
area, from beginner through profes- 


(continued on page 8) 
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WORKBENCHES PERFECT FIT. 


Precision and Price: Woodcraft® introduces two new 
wood-joining tools at introductory prices. 


For a limited time only, Woodcraft® offers special introductory 
prices to the readers of THE WOODWORKER'S JOURNAL 
on two new wood-joining tools. Exceptionally well designed 
and easy to use, the Dovetail Gauge and Onsrud Spiral Cutters 
described below assure accurate results time after time. 


Dovetail Gauge 
The secret of tight-fitting, hand-cut dovetails is in the accurate 
marking of tails and pins. This precision-tooled, steel-and-brass 
adjustable template provides accurate marking of softwoods 
at 1:6 and hardwoods at 1:8 angle ratios. Sides are machined 
at 90°. Step-by-step instructions for marking out tails and 
pins are included. 


03P33-ZZ Бер. $34.95 ppd. | SPECIAL PRICE $29.95 
We are proud to present the world’s best 
cabinetmaker's and сагмегз workbenches, made 
in Switzerland by Lachappelle since 1840. 


* Made from the best European Red Beech 
* Precision steel guide mechanisms for vises 
е Patented adjustable friction device on tail vise 


* Perfectly finished in the Swiss tradition of 
excellence, detail, and durability 


Write for our free brochure Dealer inquiries invited 


AMI Ltd 2735 Tanager Dr., WJ 
, C ilmi 


Wilmington, DE 19808 Onsrud Spiral Cutters 
Advanced Machinery Imports Phone: 302-999-9233 Onsrud two-flute spiral cutters for plunge cutting have what 
it takes for smooth cutting in all plunge-routing applications. 
The up-spiral pulls waste from the cut and leaves a flat- 
bottomed mortise. The 2" shank allows accurate, chatter- 
free cuts in any wood. Machined from solid high-speed steel. 
Lengths from 314" to 334". 


// Woodworking Machining Center 


EMCO- REX 2000 


| Cutting | Regular SPECIAL 

Item No. Diameter Price PRICE 
7 D | 5 8.75 рра. | $ 7.50 ppd. 
D | 810.95 рра. | $ 9.50 ppd. 
Du $10.95 ppd. | $ 9.50 рра. 
и" + $28.50 ppd. ] $24.50 ppd. 

Circular Saw, Slot Mortising and Moulding attachments 

The basic model is already a combined surface planing and The 1983 Woodcraft® Catalog 
thicknessing machine with automatic feed—with optional Imitated but never equaled. For 19 years our catalogs have 
attachments you have a complete wood machining center brought the finest woodworking tools in the world to 
that's affordable. Ask for American carvers, cabinetmakers, wood 


turners, and other discriminating craftsmen. 
Two г subscription, with supplements, 
$2.50. Color, 128 pages, perfect bound. 


the free brochure. 


NAME 
ADDRESS 
CITY STATE ZIP 


Offer expires October 31, 1982. 


EMCO-MAIER 4? гы 
Corporation е P.O. Box 07824 
\ Columbus, OH 43207 е 614/445-8328 CORPORATION / 


І we І 
Length of planing І GDDCRAF | 
table—34" І ЕСЕН 
Мах. planing width—101%" І 41 Atlantic Avenue, Box 4000 
J Length of thicknessing | Dept. WJ92 е Woburn, МА 01888 | 
т js ў ee Е Я | $2.50 (Check or МО) for 2-year Wooderaf® | 
y 1, то aucencesing capac | Catalog & Supplement subscription (refundable or free with order). і 
22 
ра | т Auto. feed rate— І Item No. Qty. | 
|! 1617 /min. | Зерне ТОТА. | 
- * — Weight—143 Ibs. са 
4 і | Payment by: О Check О мо. O Visa. OMC O Amex І 
j Card No. xpires 
aj d. | ard No. Expires l 
| | 
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AS THE CASE 


. . obviously my dear Watson 
it’s a great product. To find out 
how great try this 12 piece set of 
most often used drill bits from 
Morris Wood Tool. Crafted of 
only the finest carbon tool steel 
available and packed in a solid 
mahogany case. Sizes range 
from %" to "As" for a %" drill 
chuck and from '2" to 1" to fit a 
У" drill chuck. ў 


Morristown, TN 37814 


ANT TWI 


MADE IN USA 


ONE FACE “У” GROOVED 
HOLDS ROUND STOCK 


Model 415 
4%" Jaw Opening 


Clamping Pressure 
$13.50 PPD 


INDUSTRIAL CLAMPS NOW 
AVAILABLE FOR THE HOME SHOP 


Combines the best features of parallel 
clamps and "C" clamps. Cantilever design, 
handle stays out of work area, twisting 
motion eliminated. Special steel side 
plates provide for enormous clamping 
pressures (up to 6000 Ib. on the 12" 
model). Many sizes available in the fol- 
lowing styles: NO MAR woodworking 
with rubber padded jaws, quick release 
hold down, welding, pull and lift, 3 Jaw, 
and universal as pictured above. Send 
$1.00 (refundable) for a complete list of 
specifications and prices. Money back 
guarantee; Wis. residents add sales tax. 


THE ROCKLEDGE CO., INC. 
Box 56 Dept. K4 Milwaukee, WI 53201 


You'll love building these profitable 


WOODEN TOY PLANS 


FOR TABLE, BAND, JIG, AND RADIAL SAWS 


Ten wonderfully full-size pat- 


terns easily made from com- 

“З топ lumber, plus ‘Ном to 

Make Wheels with Table and 

“е” Radial Saws." Model T, Fire 

E. Truck, Plane, Train, 3 Animal 
Pull Toys, Boat Puzzle, Phone, 

Toy Soldier. Send $6 today, 

М ме ship immediately! (Catalog 

ОМА of 100 plans $2.00) 
ed J. Lewman, Toymaker 
Т 2918 Campbell Dept. wws-3 
Kansas City, Mo. 64109 


You can build this 


: 
Stacking Bookcase 
Ұшы in your shop. 
il * Easy to follow 
illustrated steps. 
* Uses standard 
hardware. 
* You have the tools 
(table saw & router). 
You have the skill 


Now all you need is 
the plan. 


$14.00 


Glass doors swing up and slide back 
Case сап be made from any wood 
37^w x 44/78 (3-shelf unit) x 12/74 


Send check or money order to 


About Time Plans, Dept. У/19-2 
7707 Aurora N. / Seattle, WA 98103 
Other furniture plans brochure — 50с 


WALNUT, BUTTERNUT, CHERRY 
CURLY & BIRD'S-EYE MAPLE 
Most Other Domestic Woods 


* EXTRA WIDE/EXTRA THICK STOCK 

* TURNING SQUARES/BLOCKS 

= QUARTERSAWN/BOOKMATCHED LUMBER 
= SPALTED LUMBER/BLOCKS 

= THIN STOCK 

“ FLOORING/PANELING 


Comprehensive Listing—$1 (Refundable) (716) 942-6631 


NATIVE AMERICAN HARDWOODS LTD. 
R1, W. VALLEY, N.Y. 14171 


NO MINIMUM 
WHOLESALE & RETAIL 


Manufacturers of the | | 
SEALACELL Easy 3-Step Ї 
Beautiful Wood Finish | 

for over 50 years. 


Write For Free Guide 


ENERAL | 
INISHES соя» 


P.O. Вох 14363 J 
Milwaukee, Wis. 
(414) 774-1050 


mmm 


Letters (Cont 4) 


sional, may obtain additional informa- 
tion by writing to the Wisconsin Wood- 
workers’ Guild, P.O. Box 137, Milwau- 
kee, WI 53201. 

We would also like to mention that 
The Woodworker’s Journal welcomes 
information about any woodworking 
clubs, groups, guilds, etc. in your 
area. At some future date we hope to 
be able to provide a listing of them. 

If you belong to one of these groups, 
or know of one, we would appreciate it 
if you would let us know. 


In his ‘‘Restoring Antiques’’ column 
in the January/February 1982 issue, 
John Olson mentions that when he 
cleans up antique furniture joints he 
often uses a small hand grinder. I'd 
like to learn more about this tool. 
Where can one be purchased? 

Also, in the same column, John 
discusses epoxy glues. Can you give 
me a brand name and source? 

Ed Tucker, Indiana, PA 


John Olson replies: J use a Dremel ball 
bearing Moto-Tool with a tungsten 
carbide burr. It can be purchased at 
most hardware stores and hobby and 
craft outlets. Also, it can be purchased 
via mail-order from Silvo Hardware 
Co., 2205 Richmond St., Philadelphia, 
PA 19125. 

Regarding epoxies, most hardware 
stores now carry epoxy glues that are 
formulated for wood. If not available 
locally it can be ordered from Chem- 
Tech, Dept. WJ, 4669 Lander Rd., 
Chagrin Falls, OH 44022. Cost of one 
pint is $9.50 postpaid. 


Iam a young man, age 23, married, 
with two children, and hope to make 
the craftsmanship of fine furniture my 
life's profession. I'm very much inter- 
ested in a woodworking apprenticeship 
(furniture making) or simply securing 
employment with a reputable furniture 
maker. I have some knowledge and 
skill, and a lot of ambition to learn the 
trade inside and out - and am willing to 
relocate. Any help you could offer 
would be appreciated. 

Philip L. Seidl 
Rt. 1 Box 385B 
Shawano, WI 54166 


Perhaps one of our readers has a 
woodworking shop and is looking for 
an apprentice. Hope you make a con- 
nection, Philip. 


(continued on page 10) 
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Genuine Olson 
Band Saw Blades 


Metal Cutting 
Wood Cutting | . 


е Immediate о 
shipment : 


e Full range : 
of sizes 


е Welded to length 


Now you can get genuine Olson Metal Cutting and 
Wood Cutting Band Saw Blades made from the fin- 
est steel to the most exacting standards in the saw 
industry. Teeth are precision set and filed. Custom 
welded to the exact length you need. Send for speci- 
fications, prices and ordering information. 


Dealer inquiries welcome. 


THE OLSON SAW COMPANY 
A DIVISION OF BLACKSTONE INDUSTRIES, INC. 
Bethel, CT 06801 е (203) 792-8622 


A GUILD OF MASTER CRAFTSMEN PUBLICATION 


Woodworking 
Crafts 


Magazine 
браво 


A fresh source of 
information and views 
for the Woodworker 


A new quarterly magazine for all woodworkers - 
published by the British Guild of Master Craftsmen in 
association with its members. A fresh approach from a 
traditional base. The magazine is a link between all 
woodworkers both amateur and professional and supplies 
a new source of inspiration and knowledge. 


PUBLISHED: SPRING, SUMMER, FALL, WINTER 
Subscriptions: І year (4 issues) $20 (U.S. Funds) A 


Fi enclose a check for $20 
| or charge Mastercard/Access/Visa/Diners 


А/С No. . 
Expiry Date 


Signature 
| Name .. 
ее ные 
State... 


| Guild of Master Craftsman Publications Ltd. | 


170 High Street, Lewes, East Sussex BN7 1YE, England 


September/October 1982 


There’s only one saw this famous 
... and there’s a reason why. 


WORKBENCH Magazine called it “The Ultimate in Tools.” 
MECHANIX ILLUSTRATED said it is “Outstanding.” 

POPULAR SCIENCE wrote about its “Superior Cutting Capability.” 
WOODWORKER'S JOURNAL declared: “This machine will propel 
you into a new world of scroll sawing.” 

Receiving these honors: the HEGNER Universal Precision Saw, models 
Polymax-3™ and Multimax-2™. 

We are proud to say that every claim we made when we introduced these 
machines in 1978 has proven true. 

We said that HEGNER saws were far superior to any other jig or scroll saw, 
and that they were more versatile than any band saw. They are. People who 
previously bought and used conventional scroll saws or band saws for scroll 
sawing stopped after they bought our saws. 

We said our saws could cut all woods up to 2” thick, as well as plastics, 
non-ferrous metals, even steel. They can. 

We said that our saws always produce a square cut, allow 360° turns in 
almost any material without blade breakage, and make finish sanding 
virtually unnecessary. They do all this. 

Hundreds of satisfied customers as well as several trade publications have 
confirmed our claims. Now it’s your turn to see for yourself. 

If you want а precision tool which will let you saw the most intricate patterns 
accurately, quickly, without relief cuts and without major sanding, you owe 
it to yourself to look at HEGNER saws. 


‘There's only one saw this famous, because there's only one saw this good. 
See HEGNER saws demonstrated at one of these fine tool dealerships: 


Home & Industry Tools 
Rd. 


Birmingham Saw Works J. Philip Humfrey 
910 N. 28th St. 241 Kennedy 2867 Long Beach 

AL 35201 borough, Ont, Canada Oceanside. 
7 ) 293-8624 (516) 678-3 


gham, 
) 252-975 


а 


Coastal Saw & Machinery Тһе Big Tool Вох Garrett Wade Company 
901D Butler Dr. 2000 S. Havana 161 Ave. of the Americas 
Mobile, AL 36609 ‘Aurora, CO 80014 New York, NY 10013 

(205) 666-1180. (303) 755-3522 (212) 807-11 

Тһе Cutting Edge WSS. Jenks & Son Puma & The White Buffalo 
3871 Grandview Blvd. 738 Seventh St, NW. 18521 FM 149 

Los Angeles, СА 90066. Washington, Houston, TX 77070 

(213) 390-9723 (202) 73 (713) 469-0004 


The Wood Craftsman’s Store Dale Woodcraft & Tool Си. 
2941 Goshen Rd. 12323 North Си, Expwy. 
Fort Wayne, IN 46808 
(219) 483-3355 


Woodcraft Supply Corp. 


Woodworker's Hardware 


313 Montvale Ave. 676 №. Witchduck 
Woburn, МА 01801 Virginia Beach, VA 23462 
(617) 935-5860. (804) 490-9803 


Skarie, Inc. The Wood and Tool Store 


2545 Showers Dr. 707 N. Howard St. N34 W24041 Capitol Dr. 
Mountain View, СА 94040 Baltimore, MD 21201 Pewaukee, WI 53072 

(415) 948-3844 (301) 728-6000 (414) 691-9411 

AMI, LTD. 

Advanced Machinery Imports МЈ 


2735 Tanager Drive 
Wilmington, DE 19808 Phone (302) 999-9233 


О Please send me your FREE brochure on HEGNER Saws. 


О Also send me information on your new HEGNER 39 in. 
Woodturning Lathe. 


О Also send me information on LaChapelle workbenches. 


Name: 
Address: 
City, State and Zip: 


TABLE SAW 
DEPTH GAUGE 


Е 


“МО MORE TRIAL and ERROR" 


AT LAST, A QUICK WAY OF 
new ACCURATE MEASUREMENT 


KWIK-CHEK GAUGES 


RADIAL ARM 24" 
RIP GAUGE 
NO MORE TRIAL AND ERROR for depth of cuts on DADO'S, HALF LAPS, ETC. QUICK AC- 
CURATE RIPWORK — No more fumbling with METAL TAPE RULES. KWIK-CHEK GAUGES are 
made of SOLID BLACK CHERRY, BRASS, and CLOCK SPRING STEEL. 


MADE TO LAST . . . ACCURATE ТО 1/32” 
qum mmm ORDER FORM == zm m um um m mu mu = 


RADIAL ARM 
DEPTH GAUGE 


NAME 


Д ОТҮ. DESCRIPTION PRICE POSTAGE TOTAL І 
TABLE SAW 

По | te [essex | = || рене І 

І RADIAL ARM [| 

I GAUGE Г 
RADIAL ARM CITY 

I RIP GAUGE [| 

SEND CHECK OR MONEY ORDER TO: 
| CREEK PRODUCTS СО. STATE and ZIP І 
[| P.0. BOX 347, SWARTZ CREEK, MI 48473 [| 


Mich. Residents Add 4% sales tax. 


HORTON BRASSES 
Nooks Hill Road P. O. Box 120 WJ 
Cromwell, CT 06416 (203) 635-4400 
HORTON BRASSES are authentic 
copies of 17th, 18th, 19th & early 

20th century pulls. 


Lu, 


Mfrs. of Cabinet & Furniture 
Hardware for Homes & Antiques. 


Send $2.00 for a Catalogue. 


WOODTURNERS 

TWO-DAY INTENSIVE WORKSHOPS 
for beginning and experienced turners. Offered 
throughout the year, each with a maximum of two 
students. Cutting techniques emphasized for 
bowl and spindle turning. Hands-on practice in 
sharpening, turning, and finishing. 
SORBY TOOLS 
unhandled with 
ferrule included 
6.IN-1 CHUCK 
available for all 


lathes 
DOUBLE STICK 
TAPE 


INFORMATION 
о Ор ё 5 MYFORD LATHE 
SELECTION, ” 


sharpening and WHICH WE IMPORT 
other items of FROM ENGLAND AND 
interest STOCK FOR SALE 
$1 FOR ALL BROCHURES, WORKSHOP ONLY 35¢ STAMPS 
RUSS ZIMMERMAN, RFD 3, BOX 59 
PUTNEY, VERMONT 05346 


THE WORLD'S FINEST 


This Oiichi Brand 


chisel will take a 
sharper edge and hold it longer 
than any other chisel in the 
world. It can be driven with a 
20 oz. hammer or hand guided 
in the most delicate of cuts. 
Backed by 1000 years of tool 


CHISEL 


making tradition, 
the Oiichi family 
prides itself on making only the 
best. For the only complete cat- 
alog of Japanese woodworking 
tools reflecting this same pride 
and age old tradition send 
$1.50 to: 


Woodline The Japan Woodworker 
Dept. WJ * 1731 Clement Avenue * Alameda, CA 94501 * Phone: 415 521-1810 


10 


Letters (Cont 4) 


Where can I find the 22 inch heavy- 
duty full extension drawer slides re- 
quired for the oak file cabinet featured 
in your March/April 1982 issue? 

Howard M. Berg, Dolgeville, NY 


The Woodworkers’ Store, 21801 
Industrial Blvd., Rogers, MN 55374 
sells a good quality slide for $23.00 per 
pair. Order p/n P5430 22 inch. 


Editor's Note: In the ""Letters'' section 
of our May/June 1982 issue, we listed 
the Tandy Leather Co. as a source for 
leather supplies. However, the 
address we listed is not their current 
one. Their new address is P.O. Box 
2934, Ft. Worth, TX 76113. 


Thank you very much for publishing 
my letter requesting information re- 
garding my 6 inch Sears planer, in the 
July/August 1982 issue of your fine 
magazine The Woodworker's Journal. 
I received many, many letters with all 
sorts of hints, copies of similar tools 
and many fine wishes. It is a great 
feeling opening the mail and realizing 
the time, effort and expense these fine 
people have gone through to help out 
someone like me. 

Believe me when I say - even if I 
don't solve the jointer problem satis- 
factorily, I’m more than happy to know 
there are people out in the world will- 
ing to give of themselves to aid 
another unknown person. 

Again, thanks for the favor of print- 
ing the letter and to know that life is 
still worth being a woodworker hobby- 
ist. 

Walter A.Wisniewski,N.Versailles,PA 


Walter, we think your letter says a 
lot about our many readers. It seems 
they all have a love for the craft of 
making things in wood, and won't hes- 
itate to share that knowledge and ex- 
perience with someone who also 
enjoys this special craft. Hope you 
have that jointer running smoothly 
soon. 


Editor's Note: Here are a few more 
letters that have us stumped. 


I have been trying to get a manual 
and a schematic for a model #109.0703 
Sears metal lathe. Sears told me it was 
a discontinued model and no informa- 


(continued on page 12) 
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BUYER сеа) 
PROTECTION PLAN 


If you can buy cheaper from another 
mail order company after you have 
bought from us, Fine Tool will refund 
the difference plus 10% of your 
purchase price. And we'll stand behind 
this offer until August 1, 1983. 


iovs otup oqxb шой 5 
ada Our new 100 page, color catalog gives 


full details. Send for your copy today. 
Only $1.00. 


iovs otup oqxb 


NO OBLIGATION 


NOW! Brand your own name 
permanently on wood Г] 


The Fine Tool Shops 


and leather rafts! 20 Backus Ave. - P.O. Box 1262 - 
Е | еде пре | 5 Ё 5595 Danbury, СТ 06810, бері. WR || 
Jet eto Eur ong ЗЫ || El here lemy conan lease seno meyour | | 

new age full color catalog and details 
approved electric handle. || of your BUYER PROTECTION PLAN. || 
Brands full name. Guaranteed. Г] Г 

Мате. — 

CRAFTMARK PRODUCTS, INC. І... Е | 
РО. Box 6308-9423 е Marietta, GA 30065 ЦЕ Siate zo Ё 


Мы ки иш ша ии иш иш m m m m иш m пшнш 


E" PLANER-MOLDERJOINTER 


POWER-FEED 

^" -— saves уои money... 
THE FIRST TRULY й E Put this versatile power tool to work in your own 
AFFORDABLE TOOL Ял 2244170 


OF ITS KIND finished stock. Turns out perfect quarter-round, 
ps casing, base mold, tongue & 
READY-TO-USE 


groove...all popular pat- 

П terns...any custom design. 
Comes complete with 
115 V. motor, switch, 


Commercial-size jointer 
stand, knives, full in- 


produces super- 

true edges, 

structions...ready to squared stock, 

use. Outperforms other bevels, chamfers. 
combination tools 

at over twice its low 


aie makes you money! 
price. Easy terms. 


Start your own high-profit business selling all 
30 Day FREE Trial 
— 7^ 


types of trim and millwork to lumberyards, 
Send today for complete facts! 


carpenters, contractors, do-it-yourselfers. 
MAIL COUPON TODAY 
OR 


Use it to make grandfather clocks, gun 
cabinets, paneling, flooring, furniture... 
CALL TOLL-FREE i 
J|, 2849 T: 
1(800) 824-7888 Oper. 642 М 9 Terrace Kansas City, МО 64108 
П YES! Please rush me, free and 


almost any home or farm building project. 
In California 1(800) 852-7777 Oper. ва] without obligation, your Complete Information Мате 


ENT 


WOODMASTER POWER TOOLS Dept. PS5 


Ки on the new PLANER/MOLDER/JOINTER Address І 
plus facts оп Woodmasters 30-Day FREE TRIAL І 


Woodmaster Power Tools, Inc. Dept. Р55 
2849 Terrace Kansas City, MO 64108 Money-Back Guarantee. С State. Zip. 


September/October 1982 


WOODWORKERS 


Do-it-Yourself 
CATALOG 


SAVE VAST SUMS. Build, restore, re- 
finish anything of wood! Here's ev- 
erything you need. Fine woods, 
veneers, specialty tools, Cabinet 
hardware, period & modern. Pro fin- 
ishes. Cane. Lamp parts. Uphol. supplies. Picture moldings 
Clock kits. 1005 of plans. Instruction books. Thousands of 
hard-to-find woodworker products in big new catalog. Mail 
ad for Catalog & 20 identified beautiful Wood Samples. 


CONSTANTINE Est. 1812 
2044 Eastchester Road, Bronx, N.Y. 10461 
Here's $1. Send 104 page Woodworker Catalog only. 


Г] 82 enclosed. Send Woodworker Catalog and 20 Wood 
Samples. $1.50 refunded on Ist Catalog order. 


Name 


Address 


(шы a m m e көше жәна — СІР аша” es ee — аша 


Develop a profitable second income 
in your spare time making small, 
unique bandsaw boxes. This unpub- 


licized, little-know technique allows 
you to turn common inexpensive lum- 
ber and scraps into valuable utility 
boxes for the home and office. High 
demand in gift shops, stationery 
stores and craft fairs. Fully illustrated 
instruction booklet of 15 original and 
profitable designs. Satisfaction abso- 
lutely guaranteed. Send $10.00 to 
Box-Art, Dept. J, Box 125, Clarendon 
Hills, 11 60514. 


MAKE YOUR PLANT А GIFT 


Wooden planters will add a whimsical 
touch to your home or office. Full size blue 
print patterns are $5.00 each, plus $1.50 for 
postage and handling or 
send $1.00 for catalog. 


Cat 

Lion 
Skunk 
Elephant 
Giraffe 
Rooster 
Squirrel 


Rocking Horse 


Order by animal name. 
Send check or money order, to: 


HELM INC. 
834 E. 140th » Cleveland, Ohio 44110 


HIGH SPEED GRINDING FREE-HAND 
When grinding chisels or plane irons you 
tend to squeeze hard so as to not lose your 
position that may change the bevel. Now you 
have a tendency to bear hard against the 
wheel, causing the tool to overheat and burn. 
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HIGH SPEED GRINDING WITH RIMA JIG 
With this jig, the bottom lip holds the tool at 
the same bevel at all times. By using a light 
touch and sliding the jig from side to side 
you will find that the tool will not overheat. It 
is not necessary to quench the tool in water. 


NEW IMPROVED MODEL NO. WJ3 


CHISEL SHARPENING MADE EASY 
Anyone can do it with this jig 


Money back guarantee 
HANDY GRINDING TOOL 


Perfect Hollow ground bevels on blades to 22” 
wide, aluminum cons't, brass screws, nylon 
washers and rubber no-slip clamp surfaces. 

Only 4% ozs.$10.25ppd., ck. or m.o. only. 


RIMA MFG. CO. 


P.O. Box 99 Quaker Hill, Conn. 06375 


Letters (Cont d) 


tion was available. They wouldn't tell 
me who the maker of that lathe was. I 
wrote to Action Line in the Detroit 
Free Press, but I didn't get an answer 
from them. I am hoping the readers of 
The Woodworker's Journal might have 
a lathe with the same model number 
and could get me a manual and sche- 
matic. 


Walter Banish 
20862 Hunt Club 
Harper Woods, MI 48225 


I have the old Craftsman three 
wheel band saw, model 103.24300, for 
which I need a manual. They are no 
longer available from Sears. 

Ialso have a Craftsman 9 inch table 
saw with the micro-adjustment fence, 
model 103.20003. For years I have 
looked for table extensions for the saw 
without success. I would like to find 
the extensions that allow the fine ad- 
justment on the fence to be used 
across the full width of the table. If any 
of the readers of The Woodworker's 
Journal can help, I would be most 
grateful. 

R.H. Rockwell 
5852 Lowell Ave. 
Alexandria, УА 22312 


I’m looking for plans for a lawn 
ornament in the style of a lighthouse. 
Г уе seen windmills and wishing wells, 
but never a lighthouse. Can you help? 
M. Herroscheck 
26528 Wagner 
Warren, MI 48089 


Iam looking for plans for baby beds. 
There are some babies coming soon to 
relatives, and my husband and I would 
like to provide special, made-with-love 
new beds for these little ones. We 
enjoyed the cradle plans in a recent 
(May/June 1982) issue of The Wood- 
worker's Journal. Now, can you help 
us find baby bed plans for when the 
cradle is outgrown? 

Thanks for your help. 


Mrs. Diane Presley 
4109 Shelby Road 
Millington, TN 38053 


Iwould like to market a series of old- 
style, European beer steins turned out 
of wood. Although I have a pretty good 
idea of the designs and inherent carv- 
ings I would like to use on the steins, 
do you know of any other literature 
published on the subject? 


Robert C. Hildreth 
127 Sannita Dr. 
Rochester, NY 14626 
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KLAMP-KIT^ 


14" JAW LENGTH — JAWS OPEN TO 10" 


DO-IT-YOURSELF KIT INCLUDES 
42 34-12 Acme threaded rods • 2 tension pins 
* 4 specially threaded pivot nuts 
* Easy to follow instructions for making and 
assembling the jaws and handles from your wood. 
ATISFA 
ou $850, so: 


To order, send $8.50 per kit, or send 75% for 
instruction brochure to: 


THE ROCKLEDGE CO., INC. 


Box 56, Dept. J7 Milwaukee, WI 53201 


Fine Hardwoods: 
kiln dried У” to 4" thick 
ash, basswood, birch 
cherry, mahoganies 
maple, red and white oak 
poplar, teak, walnut 


Pine: 
eastern, ponderosa, sugar 
for brochure and stock list mail $1.00 


LEONARD LUMBER CO. 
P.O. Box 2396, Branford, CT. 06405 
Warehouse: Wallingford, CT. 
Tel. 203-269-2626 
Dealership programs offered 


1,000 No. 8 х 1%’ 
FLAT HEAD WOOD SCREWS 


for Slotted Screwdriver 


$15.79 


for Phillips Screwdriver 


$15.99 


Catalog $1.00, FREE with Order 
Add $2.50 for Shipping. 


Send check or money order to: VISA& 

THE NUTTY CO., ІМС. ое 
Main Street, Dept. WJ9: 

: S be "by. Б 10664189 969 735-8309 


BUILD IT YOURSELF 


TOYS е PUZZLES е PLAQUES * PLANTERS 
FURNITURE * LAWN ITEMS е BIRD HOUSES 
DING HORSES « PLAY SETS 


CREATE THESE, AND HUNDREDS OF OTHER ITEMS 
WITH OUR SAME SIZE PATTERNS 
PLUS WOODEN WHEELS AND HOW-TO BOOKS 


32 PAGE ILLUSTRATED CATALOG $400 
Design Group, Box 514-F , Miller Place, N.Y. 11764 


September/October 1982 


way 
MAKE CLOCKS the 25 — 
FOR FUN! FOR EXTRA INCOME! 


Using These Superb OUARTZ CLOCK MOVEMENTS 
Manufactured by the World's Leading Producer of Quartz Timepieces 


M88 з 


кет 
Dimensions: 2-3/16 x 
2-3/16 x 5/8 inches. 
Step Second Hand. Uses 
“АА” cell. 


Regular Post 


Dimensions: 2-7/8 x 
2-3/8 x 1-1/2 inches. Con- 
tinous Second Hand. High 
Torque “РОМЕН HOUSE.” 
Uses a single “С” cell. 


Actual Size 


Reduced In Size 


Both Models Available With 
Long Posts For Thick Slabs 


TWO YEAR GUARANTEE ON ALL MOVEMENTS 
1-2 3-9 10-24 25-49 


Prices include hour & min- 


M88 $8.00 $6.50 $5.00 $4.50 utehands, nuts and hangers. 
Add 25 cents for second 
M81A $9.00 $7.50 $5.75 $5.25 hands. Add $2.00 for ship- 


Ping to 48 states. Ohio resi- 


Ask For Larger Volume Discounts dents add 5-1/2% sales tax. 


NEWIDER BOOK, е. 80) 
Charlie Plumb's “How — 

You Can Make Bat- 

tery Operated Clocks 

... Easily!" Now 

68 pages with over 

225 photographs 


and drawings. 
$6.95 
Plus $1.50 Postage & Handling 


Accepted on Orders of $25 or More. 


PHONE ORDERS 
(513) 241-7073 


COUPON OFFER 
(Good In 1982 Only) 
1- Book “Ном You Сап Маке 
Battery Operated Clocks" 


1- Catalog No. 182 
1— М88 Clock 

Movement 812.95 

Plus $2.00 shipping & handling 

WITH THIS COUPON 


NEW CATALOG NO. 182 
Quartz Clock Movements, Accessories, 
and Tools, Standard, Pendulum, Tide, 
Strike and Chime Movements, Dials, 
Hands, Markers, Accessories, and Tools. 
Our tool line has been tailored to the pro- 
fessional clock repairman. NEW! ADDED 
ATTRACTION in this edition is the 
DREMEL TOOL LINE with direction 
to the Woodcrafter! $1.00 postpaid 
or FREE with order! 


ORDER BLANK 


мвв а 5 pete 
___M81A @ $ сан 
Plumb’s Clock Book @ 56.95 State/Zip 


1982 Coupon Offer @ $12.95 
Plus $2.00 Shipping & Handling 
TOTAL $ 


Return to: 
CAS-KER CO., P.O. Box 2347, Drawer B 
Cincinnati, Ohio 45201 


P.O. BOX 2347, DRAWER B 
Г] (f О СІМСІММАТІ, ОШО 45201 
В TEL: (513) 241-7075 
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PERFECT 
MITERS 


Glass-smooth cuts 
ANY WOOD: 
soft or hard 


ANY ANGLE: 
45° to 90° 


You'll wonder how you lived without it! 
WRITE OR CALL: 


POOTATUCK CORPORATION 


Вох 18, Dept Wg е Windsor, VT 05089 е (603) 675-2105 


Name 


Address 


City/State/Zip 


The Woodworker's Journal 


pays for project submis- 
sions from readers! 


We are always interested in original plans for 
furniture (all styles), toys, clocks, jigs, and accessories. 
To receive consideration for publication we need: 


1. Fully dimensioned sketches. This doesn’t mean we 
expect the work of a professional draftsman - in fact, 
the sketch can be done freehand (we re-draw all 
sketches). Just make them as clear as possible and be 
sure to include all necessary dimensions. 


2. A high quality black and white photo. By ''high 
quality’’ we mean clear, sharp and free from distractin, 

background. An examination of any current issue will 
provide a good idea of what we look for in photo quality. 


3. A write-up that explains how the project was made. 
Include finishing instructions, and describe in detail 
any special techniques. 


Send all material in an envelope of adequate size. 
Back the photo with stiff cardboard, and note on the 
envelope, ‘‘Photo, do not bend”. 


Mail to The Woodworker's Journal, P.O. Box 1629, 


25 Town View Dr., New Milford, CT 06776, ‘‘Attention: 
Editor". We will respond in 4-5 weeks. 
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Workshop Income 


by Paul Levine 


It's always enjoyable to hear from readers who have had 
some success marketing projects that were featured in The 
Woodworker's Journal. One wrote to say that he sold eight- 
een Swedish door harps (The Woodworker's Journal, 
November/December 1979) to friends. A senior citizens’ 
woodworking shop made the doughbox end table (The 
Woodworker's Journal, January/February 1980) to sell at a 
crafts show. And perhaps the most popular item has been 
the oak salt and pepper shakers featured in March/April 
1981. One reader, apparently a pretty effective salesman, 
sold over 100 pairs of them. The message from these let- 
ters, and many others, seems to be that more and more 
part-time woodworkers are making things to sell. 

By making items for sale, a woodworker not only enjoys 
the obvious benefit - making a little extra money; he can 
also expect to gain a certain feeling of worth and sense of 
accomplishment that comes from a job well done. I’ve seen 
high-salaried professional people derive a sense of satisfac- 
tion from their woodworking shop that they can’t get at the 
office. To enjoy woodworking this way is a worthwhile end 
in itself. 

When a woodworker sells something made with his own 
hands, it is a reinforcement and validation of the whole pro- 
cess. If you have been thinking of making things to sell in 
your workshop, and enjoy these rewards, I can’t think of a 
better time than right now to get started. 

Despite the poor economy, most crafts have had a track 
record that can only be described as phenomenal. For ex- 
ample, the Northeast Crafts Fair at Rhinebeck, NY has 
been so successful that a second show has been formed 
called the American Craft Salon. And all throughout the 
country, craft shows and shops are springing into existence. 
The American Craft Museum has even opened another mu- 
seum for crafts in the International Paper Company build- 
ing in New York City. 

Other signs of the increasing interest in crafts is the 
growth of the number of books available. These range from 
do-it-yourself and furniture building, to how to write do-it- 
yourself books, and who to sell all this stuff to. Many 
woodworking supply companies offer a good selection of 
these books. 

Still another sign of the growing interest is the number of 
societies, and craftsmen groups that have formed. Some of 
these groups meet specific needs, such as the Marquetry 
Society, or S.A.W. (Society of American Woodworkers). 
With others, the reasons are less formal. They may be 
groups with common interests, or with whom you can pur- 
chase materials at much lower costs. Sometimes these 
groups get together to form shows. This can be helpful if 
you feel that you have an item or two that is marketable, but 
there isn’t enough to fill a gallery. 

If you’ve had enough convincing, here are some places to 
start looking for business: 


The Craftworker's Market 

published by Writer's Digest Books 
9933 Alliance Road 

Cincinnati, OH 45242 

Lists fairs, shops, shows, and galleries 


The Crafts Report 

published by The Crafts Report Publishing Co., Inc. 

700 Orange Street 

Wilmington, DE 19801 

Gives up-to-date information on many crafts, and deals with 
many of the problems facing the professional craftworker 


American Craft Magazine (formerly Craft Horizons) 


401 Park Avenue South 
New York, NY 10010 


The Woodworker's Journal 


Calendar 


Clock Plan 


This fine reproduction of the John Hawes 
Calendar Clock will make a great addition 
to your home. The upper dial tells the time 
and the lower one indicates the day and 
month. Features 8-day key wound West- 
minster chime movement. Movement, decal 
and carvings available, Рап with catalog 3.50 
Catalog without plan 1.00 


ARMOR PRODUCTS. 
Dept.H Box 290 
Deer Park, NY 11729 


Fiendishly 
ingenious 
devices! 


Free catalog of "Hard-to-Find Tools" 


Most of the tools you 
find in a hardware store 
are of ordinary design, 
made with ordinary qual- 
ity, for doing ordinary 
jobs. 

Brookstone's famous 

"Hard-to-Find Tools" are 

the exception—extra- 

ordinary in their crafts- 

manship and utility. 

„made to do the job right, 
saving time, effort and money. 

This 68-page catalog may very well be one of 
the most fascinating you've ever seen. Whether 
you do home repairs, work in wood, fix clocks, 
tinker with cars, build models, or are an all-around 
do-it-yourselfer, you'll be in your element reading 
"Hard-to-Find Tools." And everything we sell is 
guaranteed for life. 

Send for your free catalog today! 


= = = єє єє ш єз єз єз єз єз єн ө а єз єн өз єз єн тө єк єз кз єз өз єз өз єз жөр 


Send me Brookstone's FREE 68-page catalog. 


Name 
Address 
City 
State Zip. 


Brookstone 


Dept. 595A, 70 Vose Farm Road 
Peterborough, New Hampshire 03458 


September/October 1982 


AMERICAS 7 BEST 
POWER TOOL 
BUYS 


crosscuts. rips. mitres, cuts com- 
pound angles. dadoes, coves, mold- 
ings Less blade. motor Rip fence 
for easy alignment 56 50 add! Ball 
bearing model $12.50 add'l Takes 
1/3 пр motor or larger, standard 


22 100 factory 552,50 


1? swing industrial size 
У speed pulley 


4 FOOT WOOD LATHE 


steel bed rails, screw action tail 
stock Use any size motor 4" face 


plate $450 30 

bs tob factory 567.75 
DELUXE HEAVY DUTY LATHE 
Double shielded, lubricated for life 


ibs fob hooy 579.50 


bed tubes 40 Ibs 
fob factory 


Precision 32" radial unit has stand- 
ard features and many extras 
Depth of throat up to 16" Head tilts 
and table stays level Drills to cen- 
ter of a 32" circle. Cast iron and 
Steel Less motor belt and pul- 


оу '^" $89.90 


These power tools have no chrome, embossed nameplates 
or any other useless extras but they do the same job as 
tools costing 2 to З times the price! And their performance 
has been proven in the shops of literally millions of profess 
ionals and serious amateurs 
Don't be misled by AMT s low prices. these are quality 
tools. They are full scale, full speed and offer top pertorm- 
ance and precision. There are good reasons why we are 
able to offer such values Here is how we do it 
Engineered for simplicity: Aller years of engineering 
refinements, virtually all the frills have been eliminated in 
order to save you money Faster machining: Specially 
designed automatic machining equipment cuts costs by 
cutting production time. Standard parts: Ordinary hard- 
ware items replace custom parts for enormous savings 
Volume: Our own foundry. our huge mass 
production facilities and our large buying 
power—ali keep costs down Direct factory 
purchase: You pocket the savings but we still 
offer our two terrific guarantees! 
Г POWER SAW: Our tilt arbor saw comes com 
| X) pletely assembled with ground cast iron 
table. safety guard, splitter and mitre guage 


ж 
LONG BED WOOD LATHE 
Does the job of $150 unit Tubular 55” version of the deluxe heavy 4 x 22° Cast iron and steel. pre 
duty lathe. has ball bearing live 
center in tail stock and extra heavy 


Changes from horizontal. 
to vertical 
in seconds 


BELT SANDER 


Precision heavy duty sander in- 
cludes a 4" x 36" sanding belt 
Uses 1/3 hp or larger motor 
V-pulley drive and multi-purpose 
drive spindle. Disc sander access- 
огу. $1700 add! Mitre gauge 


fob coy $52.00 


JOINTER-PLANER 


cision ground adjustable tables 
For planing joints. bevels Cuts to 

1/8" depth Fence adjusts trom 0 
$94.00 | | 72% knives and. dual 
guards Use any motor Precision 
Бай beanng industrial model 


fos aco ^ 563.30 


Makes beads, coves, moldings 
tongue-and-groove joints Accu 
rate at high speeds Sealed and 
greased for life ball bearings Less 
wood Takes «hp motoror larger 
standard cutters Opti. hold down 


5: 
Bibs го facio 539.90 


In addition you де! a tree set of cabinet base plans that 
show you how. with one sheet о! 3 4° plywood you can 
Convert this saw into a floor model with а big 27" x 24” top 
Cabinet rip fence only $7 50 additional And you can use 
your new saw to Cut Out the cabinet base! 


BRAND NEW B сствіс MOTOR 
Develops a full 1 Пр. 17 Ibs fob factory 
(purchased separately $54 05) $49.00 


AMT OFFERS TWO GUARANTEES: 


OUR 10-DAY MONEY BACK GUARANTEE 
Try any of these power tools and compare it with any 
similar machine at any price If not satisfied return it for 
prompt no questions asked refund! We pay the return 
shipping charges 
10-YEAR FULL SERVICE GUARANTEE 

Any part or parts of these AMT power tools (except motor 
which carries a one year gaurantee) which becomes in 
operative for any reason within 10 years after purchase 
date will be repaired or replaced by the factory with no 
charge to the purchaser other than postage 


AMERICAN MACHINE & TOOL CO., 4TH AND SPRING STS., ROYERSFORD, PENNSYLVANIA 19468 


г BUY DIRECT ... USE THIS HANDY ORDER COUPON TODAY == m == - 


American Machine & Tool Co., Dept. WJ-92 , Fourth & Spring Sts., Royersford, Pa. 19468 
[| Please send me the units checked. Payment in full enclosed 5. 

or $5 deposit each item enclosed, balance C.O.D. or charge ту О e Om 
О 8” tilt arbor saw, $52.50 4 О Long bed wood lathe, 59400 "7 O Wood shaper kit, 539 90 
О Standard rip fence. 5650 П Face plate. 5450 О Optional hold down kit, $4 50 


О Long cabinet rip fence, $7 50 НЕ м 
Turning chisels for any lathe General Electric Motors 
| ова bearing spindle. 51250 аўра ака О $49 00 (with other item) 


О Belt sander, $52.00 О Set of 8 $2900 О $54 05 (purchased separately) 


О Mitre gauge for sander, 53.50 О Jointer-planer, $63.30 
О 12" swing, 4 lathe, $67 75 О Ball bearing spindle, $15.70 
3 О Deluxe ball bearing lathe $79.50 О 32" radial drill press with 
О Face plate, $4.50 tilting head, $89.90 


О Disc sander attachment.$17.00 
Visit our Royersford factory show 
room for these same low prices 


4th and Spring 515 From 9 to 430 
on weekdays and 9 to 12 on Sat 


1 card No Expiration Date. Signature 
| Мате. Address 
Clty ыы тан State Zip 


1S 


WOOD FINISH 


ІШКЕ MAGIC One easy application seals, 


primes, finishes, hardens, protects and beauti- | 


[ER True, long-lasting elegance. 


SAVE MONEY Doing your own wood по | 
[nina is a big money saver and with Marcon] 
anyone can finish wood like an expert! 


For complete information, fill in and mail the 


|WATCO-DENNIS CORP., 1756-22nd St.| 
es Monica, Ca. 90404, Dept. 


О Send free booklet "How to Beautifully 


| Finish Wood." 


The Original апа Still the Best 


DANISH OIL 


ROLL-OUT 


Support long boards without struggling. Lumber 
glides on BALL BEARING ROLLERS. The 14 wide 


all-steel rollers come with heavy duty mounting 
brackets. Idea! for radial/table saws and planers. 


| Send check or М.О. for $9.95 + $2.50 
P&H or $18.95 + $3.50 P&H for 2. 
| (NYS add sales tax.) 
FREE plans for wooden 
| ‘adjustable stand. Money- 
bock guarantee. 
| FREESE ASSOCIATES 
Dept. 7 RD. #1, 
| Rushville, NY 14544 
| TOOL CABINET 
| wa Full-size furniture plan laid out in frame by frame 
Г fashion, for easy following. 
| р Woodworkers, show your skil, img лігі customers 
they come in your shop & see a nice cabinet like 
when buit, wil hare room for all your hand tools. Si 
1979 Oder Рап № 120 . $12.00 
MORRISON ORIGINALS 
| Р.0. BOX 15272, DETROIT, MICHIGAN 48215 


ShaperCraft 


Dovetai 


forquickand - 
accurate b. S 


dovetail joints 
includes a 
dovetail 
cutter 

Fits any 38 chuck 
power drill 


WJ-92 


WRITE for FREE 
| Name CATALOG PAGE of other Sb tomatically alig 
| — Dowelling Jig tre Box which clamps 
Street 


Send Check or Money Order to: 
(N.C. RESIDENTS ADD 47 SALES TAX) 


Ge GE Шын Ge раша 
[XX RIK KK 


* 
1х REPAIR or MAKE 


ЕСІО 


CKS 


NEW QUARTZ BATTERY MOVEMENTS 
2 YEAR GUARANTEE!! 


FREE HANDS with each Movement!!! 


АРЕВСКАЕТ 


nes holes 
— and more 


SHAPERCRAFT PRODUCTS INC. 
P.O. BOX 183 HILLSBOROUGH, М.С. 27278 


1х AMERICAN MADE 


BATTERY QUARTZ 


Ма бобам а 
Зс Q SERIES \ BATTERY ^ 
Ix MADE IN USA “SLIM” 
x GERMAN DESIGN О Pendulum 
НЕВ Side Controls Movement 
+ 970 for dials up NO Pendulum Real 
е 071 for dials up HS Back Controls “TICK” sound 
to 1/4” thick HS? Side Controls Attractive і | 
Ix 2 зна? WIH Pendim Бог Faces up| Pendulum and Bob { ж 
073 for dials up TWO YEAR to 3/8” thick| For Clock Faces to | ж 
Ix to 3/4" thik GUARANTEE ЕЕ 1/4” Thick Я 
1-4 56.60 еа. ї ў Б СР series SLIMLINE 
І 5-9 $6.10 са 3:92 {44:40 са. 5 Pendulum Lengths І 
+ 51659078 10-24 39.45 еа. 8": 10”, 127; 147; 16" ж 
Ix Write for Quantity Prices аа = 2 51200 Ev бс Яя 
ЗС Sweep Sec. 20 extra 87.107, 127,14, 16", 18" Lengths| 5-9 11.20 ea. 65 
| LOWEST PRICES! VOLUME DISCOUNTS! LARGE SELECTION OF x! 
І Quartz and Mechanical clock movements, dials, accessories, woodburning | 
ж tools, weather instruments and books. ж 
Include 52.00 toward shipping charge ж 
их ШЕ CALL TODAY: 414-248-1150 ФЭ ol. 


| ктоски, Р.О. BOX 629, DEPT WJ92, LAKE GENEVA, WI 53147*] 


ID x yk kx Ck ek C xl 
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HARDWOOD VENEERS 
& LUMBER CATALOG 


96 varieties world’s rarest veneers and 
lumber at reasonable prices. Simplified 
veneering instructions plus full color 
| wood selector included. Send for free 
| catalog now апд get special bonus 
starter offers. SAVE 25% Hurry! 


BOB MORGAN WOOD, Dept. wo«ke 


"üt 
PLAN! 


Watch thei 


нппяпипиипиппппипиппвпипш 


PLANTER/ TOY: 


es light up when you make з 
uto as a planter for friends & 
or a ride-m toy for tots. Sells well, & 
shops and shows. Great Christmas, 8 

birthday, wedding, housewarming, 
anniv. or baby gift. Plan No.001- $4.95 = 


JELLY BEAN 


GUM BALL MACHINE 
Easy To Make With Full Size Plans 
Complete details for easy construction. 
Build for fun or profit. Candy or gum drop 
with a twist of the knob on a uniquely 
designed wall hung dispenser. Size 16" x 
7 1/2" x 1 5/8". Order plan #201 5.00 
R.J. DESIGNS Dept. AJ92 ў 
Box 2251 Southfield, МІ 48037 


4 та CONCEALED HINGES FOR 
H, % to WOOD AND GLASS DOORS 
Я 3 е Largest Selection 
— e Regular and Wide Opening 
е 35mm and No-Bore 
STEREO AND KITCHEN CABINET HARDWARE 
SLIDES ж CATCHES * SPECIALTY ITEMS 
MAIL ORDER ONLY — CATALOG $1.00 
ALLEN SPECIALTY HARDWARE 

P.O. BOX 10833 PITTSBURGH, PA 15236 


Swinging CRADLE 
Easy to make with FULL 
SIZE FURNITURE PLAN [a Hl 


Authentic spindle design straight out of Colonial 
America. Plans show alternate construction 
with panel sides, Perfect for baby or use for 
magazines or fireplace w "x [CA 2 
39" x 307. Order plan #164 .00 |170 diff., {ull si 
FURNITURE DESIGN: 592 prof. plans—$2.00 


р 5 
1425 Sherman Ave. Evanston, IL 60201 [refunded with 1st order. 


TALOG 


Ф DOWELS 


OAK-WALNUT-BIRCH 
Send 25‹ - Catalog Wood Parts 
4013 Clay Ave. 


р 
WOODWORKS Fort worth TX 76117 


(817) 281-4447 
3-Size PLAN 
Е. AMER. DRY SINK 


Country Classic: with plenty of storage space. 
Use as bulfet-bar-server-Hi Fi cabinet-planter 
31", 367, 44^w x 1879. Full-scale plan: Only | 
$8.50 Illustr. Furniture List $1. Refunded with 
order. 
FLEXIPLANS Dep DC 
48 Lowell St, Westwood, N.J. 07675 


CREATE AN HEIRLOOM 
«ш TOY DESIGNS 


а, 
— 
= 


CATALOG of PATTERNS & TOYMARERS 


SUPPLIES $1.50(U.S.dollars) 
TOY DESIGNS, P.0.D0X441n, NEWTON, 14. 50208 


The Woodworker’s Journal 


РКЕЗЕКУЕ 
AND 
PROTECT. 


Introductory Savings on 
our finest waxes and polishes. 


For a limited time only, Woodcraft® offers readers 
of THE WOODWORKER'S JOURNAL a set of 
three craft waxes and polishes at a special 
introductory price. Easy to apply, these 
compounds will enhance the value of your fine 

wood, leather, and metalworking projets 


Renaissance Wax 
Developed by wood conservation researche 
preservation of antiques in the Briti: 
this compound contains a blend of refined 
microcrystalline у 
discolor with age. 
protects furniture, a 
Сузыктан. 
Half-pound jar. 


08G22-QC $11.60 ppd. 


Fredelka Formula 
al treatment for fine luggage, antiques, 
sports equipment, harness & 
ormulated of high-grade neatsfoot 
oil, bleached beesw and microwax (no lanolin 
to become sticky) and blended to exact 
proportions, Four-ounce can. 


04H51-WE $5.45 ppd. 


ons = 
НАРРІСН 


tahing poste. 
Simichrome Polish 
A lightly abrasive rubbing compound for 
aluminum, silver, brass, chrome у metal. 
Polishes y wear marks, | hin, 
moisture-resistant coating in their place. Also 
recommended for tools and cutting blades. 
In 1.76-0z. tube. 


02F33-SK $3.30 ppd. 


SPECIAL PRICE—SAVE ON ALL THREE 
02F30-ZZ Reg. $20.35 SALE PRICE $15.95 


The 1983 Woodcraft® Catalog 
Imitated but never equaled. For 19 years our 
catalogs have brought the finest woodworking 
tools in the world to Ате 
cabinetmakers, wood turne 


subscription: inh Supplemenis, $ 
Color, 128 pages, perfect bound. 
уз uas auum сша ишә шыз өлше сака NEED CARD кшз 
| W@DCRAFT® 
) 41 Atlantic Avenue 
Box 4000 
Dept. WJT92 е Woburn, MA 01888 
ПІ епсіове $2.50 (Check or М.О.) for 2-year 
Woodcraft® Catalog & Supplement 
subscription (refundable or free with order). 
Item No. Qu. Price Total 


Payment by: 
O Check O М.О. CJ Visa OMC О Amex 


== =т= „= «ша Án — 


Саға Мо. Expires 
NAME 
ADDRESS. 
СІТҮ STATE ZIP 
L OFFER EXPIRES OCTOBER 31, 982. 
= аа e өле ска emm cuum sum quss аша аша аша сако cm 
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THE BENCHCRAFT COLLECTION 
For play and display 
Plans and patterns, $4 each; 5 for 
$16, plus $1.50 postage & han- 
dling. Send $1 for catalog of 
Benchcraft Collection to: 
The Benchcraft Collection 
3909 Woodbury, Dept. У В 
Independence, MO 64055 


WOODWORKERS — HOBBYISTS 


America’s Most Unique CATALOG 


| О of Hard-To-Find SUPPLIES 
= 


New 1983 catalog containing just about 
DON 
QR 
erf 


everything for the Home Craftsman. 
Hundreds of new, different and most 
needed home-craft supplies, Chair cane, 
lamp parts, large selection of Swiss 
musical movements, wooden wheels, 
hand and power tools, furniture hard- 
ware, lazy Susan bearings, uphol- 
stery supplies. Complete line of fin- 
ishing materials, glues, plans, 
books, projects, etc. 


Send $1.00 for this large illustrated 


catalog today! 
BARAP Specialties, Dept. WJ 11 


835 Bellows, Frankfort, Michigan 49635 


SEND ONLY 
$1.00 
TODAY! 


My favorite 
wood drill bits... 
and they're yours 
for an инеше 
56,95. M ТЕ 


President, Fine Тоо! пс. = 
7 professional quality drill bits / 
and 7 matching stop — 
collars. Advertised A 
everywhere 
for $17.95. 
Sizes 1/8", 
3/16", 1/4", 
5/16", ЗИ " 
7/16" and 
NZE 


ғ 
tfié*Finelool Sho, 


20 Backus Ave. е Р.0. Box 1262 
Danbury, CT 06810 e Dept. WP. 


Check or money order enclosed 
($9.95+ $2.00 for shipping and handling)* 
All charge cards accepted. 

Signature 


Card No. 


Name 


Address 


City State. Zip 
Or call 800-243-1037 Toll Free «СТ call 797-0772 
*Connecticut residents add 712% sales tax. 

Free 100 page catalog with order. 


The First 
Affordable 
Pro-Size 
Band Saw! 


comes complete 
with motor & 
stand ...ready 
to use! 


Big 9-in. Vertical Cut! 


At last, а professiona е, 24%-т. band saw 
priced for the home craftsman! With the Wood- 
master Model 500, you can easily handle wide or 
long pieces including 4x8 sheets. And its big, 9-in 
vertical cut make it easy to resaw thick hardwoods 
into valuable thinner stock... or use it to “рай- 
saw" several matching pieces at once. 


The Most Versatile Saw You Can Own! 
Virtually any sawcut, from rips to crosses ... from 
bevels to miters, can be made on boards, timbers, 
rounds or sheets. The 2412-іп throat is perfect for 
turning large scrollwork, complex curves and 
shapes. 


Solidly Constructed! 
As strong as it is big, the Model 500 offers ball 
bearing construction throughout plus an all-steel 
welded frame that virtually eliminates deflection! 


Nothing Extra to Buy! 
Comes complete with powerful, % HP, 115У 
motor, switch, stand, built-in dust collector, rip 
fence, extra blades, scroll saw table and full in- 
structions. Outperforms band saws at over twice its 
low price. Easy terms. 


30-Day FREE Trial! 


Send For Complete Facts! See how you can use the 
Woodmaster Model 500 in your own shop for one 
full month completely without risk! MAIL 
COUPON TODAY or: 

Call Toll-Free 1(800) 824-7888 Oper. 642 

In California Call 1(800) 852-7777 Oper. 642. 


Woodmaster Power Tools, Inc., Dept. BD1 
2849 Terrace, Kansas City, Mo. 64108 


INFORMATION 
KIT... FREE! 


No Obligation... 

No Salesman Will Call | 

Іра к= ва аз аа па ва єз ва ма ва ка ка аа ва сае 
Woodmaster Power Tools 

% Dept. SD2 

1 2849 Terrace 

Kansas City, Mo. 64108 


ГІ YES! Please rush me, free and without mt 
tion, your Complete Information Kit on the new 
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Restoring Antiques 


More Finishing Tips 
by John W. Olson 


As discussed in my last column, coarse-grained hard- 
woods such as oak, mahogany, walnut, and ash (among 
many other wood species) must have their pores filled with 
a paste wood filler in order to be finished to mirror-like 
smoothness. Using a piece of burlap or a coarse rag, the 
filler is rubbed across the grain, packing it into the individ- 
ual pores. 

In most cases, proper application of a paste wood filler 
requires that the excess be removed after about thirty 
minutes. However, be sure you remove all the filler from 
the surface. If you don’t, and it sets-up, you’re probably go- 
ing to have a problem - and the problem may be even great- 
er if the wood was stained before adding the filler. 

Unstained surfaces can usually be cleaned with a thor- 
ough sanding using very fine sandpaper. However, it is 
very difficult to remove excess filler from a stained surface 
without leaving light colored patches. Sometimes, judicious 
sanding with very fine sandpaper will do the trick, but you 
must be careful not to cut into the stained surface. If neces- 
sary, a reapplication of stain in the immediate area will of- 
ten correct the blemish. 

If sanding won’t work, you can try using a cloth mois- 
tened with lacquer thinner. Just add enough to the cloth so 
that it wets the wood surface - too much thinner might 
cause it to run to adjoining surfaces. Generally, you will 
find that it is necessary to wipe the entire surface to get ac- 
ceptable results. If done properly you will pick up enough 
stain to amalgamate with the surrounding surface and leave 
a minimum of color difference. This trick can also be used to 


lighten areas that appear too dark. Extra care should be 
taken if Plastic Wood® or any of its relatives is used as lac- 

uer thinner will soften these materials. In fact, lacquer 
thinner can be used to rejuvenate this product if it has be- 
gun to harden in the container. When using lacquer thin- 
ner, be sure to take proper safety precautions. Use a respir- 
ator to protect yourself from breathing the vapors and wear 
rubber gloves to keep it from contacting your hands. 

ІЁ the color remains uneven, or if sapwood shows up light, 
(as often happens with walnut) properly applied colors in oil 
can usually correct the difference. Sienna, burnt sienna, 
umber, and burnt umber, either used alone or mixed to- 
gether, can closely match almost any color used in wood fin- 
ishing. A very small amount of these colors will go a long 
way. They should be thinned with mineral spirits and ap- 
plied with a soft cloth. Rub the color in, blending and high- 
ighting to match the stained surface. 

Where very light streaks occur (white sapwood in walnut 
for example) it may be necessary to apply the colors with a 
very fine brush. A one inch sign painters brush is ideal. It 
doesn’t leave any brush marks when the paint (that’s what 
colors in oil are) is of the proper viscosity and the brush is 
used properly. The color should be thin enough to just bare- 
ly cover the wood, yet allow the grain to show through. It 
should run and level so that the brush marks don’t show. 
The brush is used with soft gentle strokes, coaxing the color 
to cover, yet not be readily apparent. Successful application 
takes a lot of concentration and practice. 


Binks Raven and Wren...for the discriminating 
artist and craftsman. 


Binks Raven and Wren airbrushes are used by artists and craftsmen across the country for 
spraying everything from the tiny work on a photograph to decorating a van or painting 

a bicycle. Both Raven and Wren are precision engineered and built with the finest materials 
available. And, we made them to be serviced in the field by the artist or craftsman. 
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RAAN is the airbrush for photo-retouchers, . 
artists, illustrators, animators. 4 
archi ' tects, and fine model builders. - 4 
The Raven is a double-acting д 
airbrush featuring precise spray \_4 
control. . achieved with an 

adjustable air cap, needle, and, 
trigger assembly. Raven will 
enhance the most 
exacting project. 


Wien A favorite of hobbyists and pros alike. Wren air- 

brushes are single-acting and give fine control, 
easy handling...in three nozzle sizes. Model “А” for fine 
lines, inks, dyes, etc. Model “В” for thinned lacquers, 
enamels. Model “С” for ceramic glazes and heavier materi- 
als. АП give fine atomization, thorough coverage. Perfect 
hobby companion, yet suitable for 100’s of household touch- 
ups. Powered by a disposable Air-Pak container or compact 
air compressor. 
Binks offers complete airbrush outfits, air compressors, oil and 
water traps, air regulators, hose, canned propellent, and more. 
For more information on the complete airbrush line, write today. 


BInKge for all your airbrush needs. (312) 671-3000 


ui 9201 West Belmont Avenue, Franklin Park, IL 60131 
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DMT flexible & durable diamond disks for 
carving, roughing, shaping, and sanding. 
2” or 7/8” disks for popular flex shafts 
with 5/32” chuck; 7/8” for handmotor. 


The Diamond Whetstone™ by DMT 
will put а perfect cutting edge on 
valuable workshop tools. Even Tungsten- 
carbide and tool steel are easily sharpen- 
ed with a sprinkle of water and a few 
strokes. 4” in leather case; 6” & 8” in 
cedar box. Satisfaction guaranteed. 

SET OF 3 DISKS (80, 220, 325 diamond) 


— —— 7/8” Disk set $11 
2" Disk set and mount $36 
DIAMOND WHETSTONE, Coarse (325) Fine (600) 
Coarse - | Fie 0 4° $17 
E wCoame = Еше 116 936 
— Coarse Fine 0 8" $64 


Shipping and handling $2.00 
SEND FOR FREE BROCHURE 


RKER "6 Box 421-WJ92 


N Wellesley Hills, MA 02181 d 


PINE COUNTRY 
CORNER 
CABINET 


Plans By A Craftsman 


Generously-scaled colonial cor- 
ner cabinet boasts five shelves 
and two triangular-shaped draw- 
ers. Glass doors above protect 
your cherished collection yet 
handsomely display it for family 
and friends to admire. 

To order plans send check or 
money order for $7.95 (Canada, 
remit in U.S. funds) 


HAMMERMARK ASSOCIATES, 
Box 201-J9, Floral Park N.Y. 11002 


+ 
Rocking Horse Plan 
Build this all-time favorite using our full-size 
plans. Features fancy harness, flowing mane & 

tail, and padded seat. Size: 25" x 36". 


PLAN—$5.50 Catalog—$1.00 
ARMOR PRODUCTS 
Box 290-H Deer Park, NY 11729 


Planer Molder Saw 
паг TOOLS: 


Feed 


Now you can use this ONE power-feed shop to turn 
rough lumber into moldings, trim, flooring, furniture 
—ALL popular patterns. RIP-PLANE-MOLD . . . sepa- 
rately or all at once with a single motor. Low Cost 

. You can own this power tool for only $50 down. 


А SEND FOR 
30-Day FREE Trial! exciting acts 
NO OBLIGATION-NO SALESMAN WILL CALL 


RUSH COUPON бз рр 


TODAY! C. KANSAS CITY, NO. bati 

1 Foley-Belsaw Со. 

90029 Field Bldg. 

Kansas City, Mo. 64111 

YES Please send me complete facts abou 
PLANER- MOLDER — SAW and 
details about 30-day trial offer. 


1 
з Name 


1 
p Address. 


Hity z 


Make your mark as a dovetail craftsman. 


Well crafted dovetail joints 
are prized for both their 
beauty and overall 
strength. But, п 
out can be intim 
dating and time- 


and Solid Brass, comes with both 
:6 slope marking blade, and the 


more decorati It can lay out hidden or lap 


dovetails, besides ordinary doveta 
п knob, adjustable stops, а Іосі 


Marking Gauge — it's one 
tool guaranteed to help 


tamp of a real 


craftsman. 
craftsman. idis 


GARRETT WADE CO., Оерг.92, 161 6th Ave., МХ. 10013. 
О Send me a dovetail marking gauge @ $38.50 ppd. plus a free 
copy of your 212 page catalog. 

your dovetail joints О Send your 212 page catalog of woodworking tools, 

machinery and accessories, Enclosed is $3 

2 O Check/Money Order. C] Visa/MasterCharge/American Express. 


ing screw and 
centerline. Thorough illust 


Expires 


Name. 
Addres: 


City- 
State- 


Zip. 


September/October 1982 


“This lifetime 
screwdriver set 


ба Ta for just. 
5095.” 2 2 2 


President, Fine Tool Inc. 


These are the most durable 
screwdrivers l've ever used. 
With full-length, hand 
forged steel blades and 
inlaid hardwood grips, 
they're comparable to 

sets costing twice as 


much. 4”, 6'', and 
8” lengths. While 
they last, just 
$9.95 a set. 


20 Backus Ave. е Р.О. Box 1262 
Danbury, CT 06810 е Dept. WL 


Check or money order enclosed 
($9.95 + $2.00 for shipping and handling)* 
All charge cards accepted 

Signature 


Card No. 


Name 


Address 


City State Zip 
Or call 800-243-1037 Toll Free «CT call 797-0772 
“Connecticut residents add 7 /:% sales tax. 
Free 100 page catalog with order. 
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TOYS FOR ALL AGES 


It's easy and inexpensive | ( ) мат: 


to make these indoor/outdoor wood toys, with my 
step by step plans. Catalog $1.00, refundable. 


THE TOYMAKER 
P.O. Box 3385, Stony Creek, CT 06405 


YOU BUILD FROM PLANS 
UNIQUE GRANDFATHER CLOCK 
— ALL WOOD MOVEMENT — 

AND FASCINATING CABINET ESPECIALLY 
DESIGNED TO DISPLAY THIS MASTERPIECE. 
ALSO PLANS FOR CRADLES, HURRICANE LAMPS, 
GUN CABINETS, SPINNING WHEELS, AND MORE. 

SEND $1.00 (REFUNDABLE) TO. 

Г] (ORIGINALS IN woon Г 
Р.О. BOX 2061 WJ 
AKRON, OHIO 44309 


Top Secret 


Theta's NEW 1982 CATALOG, formerly 
available only to public school 
shop teachers, is now available 

to you! 


You will find dozens of hard to get specialty items like brass 
plated hardware, music box movements, Spice bottles and labels, 
canister liners and over 30 practical project plans for school 
and home shops. 


Why pay more? Now you сап get these items for the same great 
prices that the schools pay! 


To get your copy, simply send ЫЖ or 3 First Class Stamps and 
we will rush your catalog via Ist Class Mail. 


С ТНЕТА 


INDUSTRIAL PRODUCTS INC. 


1926-B University Avenue 
Saint Paul, Minnesota 55104 


A better 
circular 
ripsaw 
blade. 


Now you can rip boards 
“finish smooth” as fast as you 
can push them through the saw. 


We don't mean to boast, but our new 
8-inch circular ripsaw blade represents a 
genuine advancement in blade design. 

Our new tooth design (patent pending), 
lets you make incredibly smooth and 
straight cuts without binding, wandering, 
or noticeable resistance, Narrow kerf 
reduces wastage. And because it runs 
cooler, our blade stays sharp longer under 
normal use with hard or soft woods. 

Try ош our blade. and if you're not 
absolutely satisfied, feel free to return it 
for a full refund. 

To order, send check or money order 
Tor $24.95 plus $2.00 shipping and 
handling (Mass. residents add 56; sales 


tax) to: 
saw 
КЫ inc. 


216 North Main Street 
Sharon, M A. 02067, 


Allow two weeks for delivery. 


20 


КЕЎ “д 


The Beginning Woodworker 


Pinned And Wedged Mortise And Tenon Joints 


The mortise and tenon joint is un- 
doubtedly one of the most important 
joints in woodworking. Long ago our 
clever ancestors devised variations of 
the mortise and tenon joint that do not 
depend on glue to hold together. 
Basically, these joints can be divided 
into two main groups: pinned joints 
and wedged joints. There are quite a 
few variations within these two 
groups; each designed to solve a parti- 
cular joinery problem. Chances are the 
joints discussed here will meet 95% of 
your needs. Perhaps one of the most 
satisfying aspects of woodworking is 
the cutting of handsome, well-fitted 
joints. Most of the pinned and wedged 
joints are not only very satisfying to 
make, but add considerably to the 
overall appearance of the project. 


FIG.L 


A> JOINT (5 CLAMPED TOGETHER AND 
DRILLED COMPLETELY THROUGH R 
ONE 26 MORE ANS 


В - SECTIONED Чат SHOWS 
Этеррер PIN HOLE. 


The easiest way to lock a mortise 
and tenon joint together is to drive a 


. hardwood dowel or pin completely 


through both members (Fig. 1A). Two 
pins are better than one and are usual- 
ly used when the tenon is large 
enough...at least 1% inches in height. 
If the holes for the pins are bored al- 
most, but not quite, through the joint 
(Fig. 1B), the pins cannot be driven 
out. 

Pinning the mortise and tenon is a 
simple enough concept and the 
method was probably in use even be- 
fore the Egyptians were using it 5000 


years ago. Though the technique was 
easy and certainly effective, some 
ancient genius came up with an im- 
provement which made the joint even 
more secure. By slightly off-setting the 
holes through the tenon from the holes 
through the mortise, the pins, when 
driven in, exert a tremendous amount 
of leverage to draw the joint tight. 

Figure 2 shows such a joint sliced 
open to better illustrate this concept. 
The technique is referred to as draw- 
boring or drawpinning and its use, 
particularly in the stopped or blind pin 
version by 18th century cabinet- 
makers, has caused plenty of head- 
aches for present day craftsmen trying 
to disassemble such joints on an an- 
tique needing repair. 


на. 


END Æ PIN 15 
CP 


Je Int 15 S&cnewEP To sHow Haw 
PIN HOLE IN TENAN 15 OFFSET To 
HELP DRAW JANT TIGHT 


To drawbore a through or blind 
mortise and tenon joint, drill through 
the mortise cheeks (or through one and 
partially through the other for a stop- 
ped pin), then assemble the joint and 
clamp it together. Run the drill bit 
back into the holes and use it to make 
just a slight indentation in the tenon 
cheek. Remove the tenon and drill 
through it at a point about 1/32 inch 
nearer to the tenon shoulder. 

Location of the pins and their diam- 
eter will depend on the thickness and 
width of the joining parts. In most 
furniture construction, pin diameters 
equal the tenon thickness and may 
range from % to % inch. Since quite a 
bit of leverage is applied to the joint 
when the pins are driven home, you 
should be careful not to make too much 
of a good thing and offset the holes 
much more than 1/32 inch; otherwise 
the mortise cheeks may split or the 
tenon will tear. The tip of each pin 
should be chamfered slightly as this 
will help ease it into the offset hole in 
the tenon. 

Old-timers often made their pins by 
splitting them off from a block of scrap 
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Beginning Woodworker (сопа) 


hardwood. These riven pins were then 
worked square, hexagonal or octa- 
gonal in section and when driven 
home, their sharp corners cut into the 
sides of the hole; increasing their hold- 
ing power. The practice is still to be 
recommended when building antique 
reproductions of pine. 

In modern practice, even when 
drawbored pins are used to lock a 
joint, the tenons are still carefully cut 
for a good fit and glued into the mor- 
tises. The pins can be considered as a 
decorative form of insurance against 
future glue failure. 

The second group of joints that will 
hold without glue are the various 
forms employing wedges, though 
again in modern practice some of them 
are glued. The first example is a 
through tenon with double exposed 
wedges (Fig. 3). Note that the wedges 


BACKSAW KERF 


DRILL HOLE 
To PREVENT 
SPUTTING 


FIG.S А DOUBLE WEDGED TENAN 


are placed so that they are at a right 
angle to the grain direction of the mor- 
tised part. This is done to prevent 
splitting of the mortises. Often in con- 
temporary work the wedges are made 
from a contrasting wood and add con- 
siderable visual interest to the joint if 
done neatly. Whether or not the 
wedges are emphasized, care should 
be exercised in cutting and placing 
them. 

To make this joint, first cut the mor- 
tise and tenon in the usual way for a 
good fit. The tenon length is estab- 
lished by cutting the shoulders to allow 
the tenon to protrude about 1/16 inch 
from the mortised part when the joint 
is assembled. This allows the tenon 
stub to be trimmed neatly flush. A 
point well worth mentioning here is 


(continued on next page) 
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Complete 
Plans 


FOR THIS FINE 
EUROPEAN 
CABINETMAKER’S 


WORKBENCH 


FOR ONLY $2.50 


е Detailed instructions, 
photos, and exploded view. 
е Heavy, stable construction. 
e Includes end vise and tail vise. 


е Work surface 75” long, 
15%” wide, and 2%” thick. 


e Will last a lifetime. 


This featured plan, plus 9 
others, all in this best-selling 
back issue of 
The Woodworker’s Journal. 


to: Тһе Woodworker’s Journal 
P.O. Box 1629 
New Milford, CT 06776 


Enclosed is $2.50. Please send 
me your Sept/Oct 1980 issue 
which contains the Workbench 
Plans. 


Name 


Address 


City. 


State 


X-TRA HAND 
Heavy Duty Ball Bearing Work Stand 


Ideal accessory for saws. joiner, shaper, drill 
press, etc. Height readily adjusts 27” 10 48° 
Wide rubber-tipped feet support over 150# with 
stability and ease. Heavy gauge all-steel con- 
struction. A quality product. Satisfaction guaran- 
teed. Direct from Manufacturer to your shop. 
Special Introductory Price $39.50 + $7.50 
shipping. Postal Money Order, VISA or MasterCard accepted for 
prompt shipment via U.P.S. (Allow 2 weeks delay far checks to 
clear.) (813) 494-3118 
В.В. Mtg., P. 0. Box 2336-WJ, Arcadia, Florida 33821 


[Г] Rush Me Literature By Return First Class Mail 

C Send . — X-Tra Hands @ $39.50 + $7.50 shipping. 
VISA or MasterCard # 

Exp. Date. 

Мате 


Address 


City, State 


@ TOY PARTS 


WHEELS-PEGS-BALLS 
Send 25¢ - Catalog Wood Parts 
4013 Clay Ave. 
Suite A 
WOODWORKS Fort Worth, TX 76117 
(817) 281-4447 


ATTENTION: 


FLORIDA WOODWORKERS 


We have Florida's largest 
selection of exotic and native 
hard and soft woods, table slabs, 


veneers, etc. for the professional 
and novice. Send SSAE for list. 


HENEGAN’S WOOD SHED 


7760 Southern Blvd. (WJ), West Palm Beach, FL 33411 
Call (305) 793-1557 


The Only 
ONE-MAN 
PORTABLE { 


vm >> 4 
SAWMILL Of Its Kind Іп The World! 
№ you need good, high-quality lumber, don’t let 
inflated lumber prices stop your important building 
projects. The Belsaw goes right to the trees and 
turns out smooth, true-cut lumber... even begin- 
ners get excellent results. Just one man (no crew 
needed) can easily cut enough on weekends to save 
hundreds of dollars over high lumberyard prices. For 
power use tractor PTO or other low HP diesel or 
electric unit. Factory-direct selling keeps price low, 
and convenient time payments may be arranged. 


Send for FREE BOOK! Just mail coupon below for 
“How To Saw Lumber’ booklet and complete facts 
on the One-Man Sawmill. There is NO Obligation 
and NO Salesman Will Call on you. Do It TODAY! 
BELSAW MACHINERY CO. 

30023 FIELD BUILDING 

KANSAS CITY, MO 64111 

Please send all facts and details in 

\\. your FREE BOOK “How To Saw 
\\ Lumber”. I understand there is No 
i| Obligation and that No Salesman will 
SA call on me. 


> = 


(447855 
ity-State 
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` FULL SIZE PATTERNS 


Ж EASY ТО BUILD WITH BASIC HAND AND POWER TOOLS 
Ж FITS TOGETHER WITHOUT NAILS, SCREWS OR GLUE 

Ж EACH PATTERN COMES WITH COMPLETE INSTRUCTIONS 
Ж FINISHED ROCKERS HAVE SOLD FOR AS MUCH AS 580 

‘ORDER NOW 

CHILD ROCKER - 24” HIGH $5.00 
DOLL ROCKER - 15" HIGH 3.50 
DOLL HIGH CHAIR 27" HIGH 5.00 
DOLL CRADLE 23” LONG 4.50 
DOLL STROLLER (Not Shown) 26" HIGH 5.00 
ORDER ALL FIVE PATTERNS AND SAVE 20% 18.40 


SEND TO TIMOTHY TOY PATTERNS 


BOX 727 - DEPT. H 
AFTON (STAR VALLEY), WYO. 83110 


Brand your name on Furniture, 
Toys, Leather, etc. 


FREE BROCHURE 


NOVA TOOL CO. 
P. O. Box 29341 Lincoln, NE 68529 


Jorgensen, a > Pony. 


CLAMP 


E 
NN 


4. 


ADJUSTABLE CLAMP COMPANY 


THE CLAMP FOLKS 
421 М. Ashland e Chicago, IL 60622 
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Beginning Woodworker (cont'd) 


that most parts that are tenoned on 
one end have a corresponding tenon on 
the opposite end and the distance be- 
tween tenon shoulders is usually quite 
critical, so don’t forget to take this into 
consideration when laying out the 
length of the tenons. 

The usual procedure is to shoulder 
the tenon on all four sides, but this 
makes for a lot of extra work and more 
chance for error, so if possible, try to 
omit one pair of shoulders, preferably 
across the smallest dimensions of the 
workpiece. 

A backsaw is used to cut two slots in 
the tenon as shown. These slots are 
located about 3/16 inch from the tenon 
ends and stopped about % inch short 
of the shoulders. These dimensions 
are approximate depending on the 
type and flexibility of the wood and the 
size of the tenon. To forestall splitting 
it's helpful to drill a small hole at the 
bottom of each kerf as shown in Fig. 3. 

The mortise needs to be tapered at 
the top and bottom to provide clear- 
ance for the wedged tenon. Fig. 3 
shows how the mortise flares to the 
outside. The degree of taper really 
depends on the width of the mortised 
part but generally the mortise should 
be tapered to a slope of % to 6. In 
other words, for every inch of mortise 
depth it should slope 1/16 inch. A lot 
of woodworking books recommend a 
slope of 1 in 6 for wedges in general 
and this is fine for large removable 
wedges which we will discuss later, 
but most glued mortise and tenon 
joints in furniture look better with 
wedges that show as fairly thin stripes 
across the tenon. 

Wedges are laid out and cut from 
scrap hardwood so that the grain runs 
lengthwise of the wedge (Fig. 4). The 
thickness of the stock from which the 
wedges are cut should equal the mor- 
tise width. Wedge length equals the 


WEDGE LENGTH 
EQUALS DEPTH 
ФЕ ТЕК SLOT 
рш “імен 


WEDGES ARE сот WITH GRAIN 
RUNNING LENGTHWISE. 


рны" 


after assembly. Note that the wedges 
are tapered along one side only; the 
opposite side is perpendicular to the 
ends. The degree of taper can be laid 
out by setting the thickness at the tip 
of the wedge to equal the width of the 
sawblade kerf. This is usually about 
1/16 inch if a backsaw is used. The 
wedge taper is then made to a slope to 
conform with the mortise taper which, 
as previously mentioned, is 1/16 inch 
of slope for every inch of mortise 
depth. 

When assembling the joint, glue is 
spread on all sides of the mortise and 
the joint is clamped up so that the ten- 
on end is centered in the mortise and 
the wedge kerfs are accessible. At this 
point, from the outside, the tenon will 
seem far too small for the mortise. 
Glue is spread on both faces of the 
wedges and they are hammered in 
alternately, until you can feel and hear 
them seat solidly. Fig. 5 shows a cross- 
section of the assembled joint before 
the tenon and wedge stubs are trim- 
med flush and sanded. 


= 


SECTIONAL Демі OF ASSEMGLED РРОВ\Е. 
WEDGED MoRTISE Y ТЕМОМ. 


The blind or foxed wedge joint (Fig. 
6) is a fine exercise in layout and cut- 
ting but in the “тегі world” of wood- 
working it is seldom used as it is dif- 
ficult to taper the blind mortise just 


Fla.e 


SECTIONAL VIEW OF BUND ZR FOXED 
DOUBLE WEDGED MARTIE f TENZN 


depth of the tenon kerfs (including 
drilled holes), plus about % inch to al- 
low for trimming the wedges flush 


enough to allow the wedges to fully 
seat. If the mortise taper is too great 
the joint will remain loose, though you 
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will not be able to take it apart intact. 
If you would enjoy the challenge of try- 
ing this joint, plan on leaving plenty of 
wood between the mortise bottom and 
the back or blind surface; at least % 
inch is needed to withstand the 
wedges mashing against the mortise 
bottom. Cut the mortise bottom to 
flare % inch at each end and use 
wedges no longer than the depth of the 
kerfs cut in the tenons. 

Yet another type of wedged tenon 
joint is one where multiple tenons are 
cut and each tenon is kerfed diagonally 
for one wedge (Fig. 7). This is an ex- 
cellent joint for joining wide pieces of 
solid stock at a right angle. The 
wedges add additional strength and if 
made of contrasting wood, provide an 
interesting effect. 


FlIG.7 


аза, 


WEDGE 


MULTIPLE Wergep MORNE Ў TENAN 
VANT BERE. ASSEMBLY 


Depending on the width of the 
board to be joined, the number of ten- 
ons needed, and their width, are laid 
out allowing for a notch at each end 
equal to one half the width of a tenon. 
Like the box joint, the tenons are best 
cut with a jig on the tablesaw with the 
waste between tenons being removed 
by passes over a dado head. 

Mortises are marked on the mating 
pieces by scribing from the tenons and 
most of the waste is drilled out before 
the mortises are squared off with a 
chisel. To wedge the tenons use a back 
saw to cut diagonally across each ten- 
on from corner to corner and almost to 
the bottom. Wedges are cut from a 
block of scrap in the same manner as 
previously described, allowing extra 
length for trimming flush. Care should 
be taken to cut the wedges uniformly 
in thickness so that they will appear 
identical when trimmed flush. If one or 
two are thicker than the rest, they will 
stick out like the proverbial sore thumb 
and the appearance of the joint will be 
marred. 

There is another group of wedged 
joints that are designed to be disas- 
sembled if necessary. These joints, 
called loose tenon or tusk joints, 
are not glued but employ one or more 


(continued on next page) 
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THE PROBLEM 
SOLVERS 


Mitchell’s 


Flexible, Abrasive 
Cord’s & Tapes 


Excellent for remov- 
N. ы 

ing varnishes and 

paint from grooved 

areas of chair legs, 

spreaders, spindles 


Mitchell's flexible cords and tapes аге im- 
pregnated with aluminum oxide or silicon 
carbide abrasives. They can be used on 
metal, plastic, or wood to deburr, grind, 
polish, and finish those hard-to-reach holes, 
slots, grooves and curved surfaces. A must 
for finishing work. 


INTRODUCTORY 
HOME SHOP SPECIAL 


3 sample spools of aluminum oxide tapes 
and cords, Approximately 25 feet each. 
#52 (round) “53 (round) #56 (flat) 


SEND TODAY — Only $10.00 ppd. 
DISPLAY CARD 


with 13 samples $1.00 
Free with Order 


E.C. MITCHELL CO. INC. 


РО. Drawer 607, Dept. WJ92 
Middleton, MA 01949-0907 


PUNCH TIN 


DO-IT-YOURSELF 
COMPLETE KIT 


44 pieces tin 11" x 14" (арргох.) 
+ Special steel hole punch 
+ Step-by-Step instructions 


+ Patterns and ideas for use 


$:14 95 аа аве sates ек 


THE SOBYS 
P.O. Box 180 Dept. W 

Western Springs, IL 60558 

CUSTOM SIZES IN TIN AVAILABLE 

NEED COPPER? WRITE THE SOBYS 
PIE SAFE PLAN $500. Shaker-like 
design. 60"h. Tin available for panels 

The Sobys 


ARCHITECT'S PLANS FOR 


MINIATURE HOUSES 


Build one of these delightful BEAUTIFULLY SCALED 17-1 
DOLLHOUSES! Eleven ar- 
chitecturally and historically 
authentic styles: 

WILLIAMSBURG COLONIAL, 
GEORGIAN, WEDDING CAKE 
VICTORIAN, CAPE COD, SALT- 
BOX, TUDOR, FARMHOUSE, 4% 
1900 FIREHOUSE, CONTEM- 


$10.50. All for $59.95 эпьмлмзвояв coronar 4 
Saving $18.55. 


DOLL 
RÍDOMICILES "we 


ЕРТ, WJ 
| Box 91026 Atlanta, Ga. 30364 


Don’t 
Suffer 
in Silence... 


If you have a problem with your subscrip- 
tion, read the following and if that 
doesn't explain things, write our Sub- 
scription Department. 


Non-Receipt of Issue: Please allow up to 8 
weeks for your first issue to arrive; after 
that, you should receive the next 5 about 
two months apart. If you don't get one, 
perhaps it was lost in the mail, or maybe 
we didn't receive your renewal or pay- 
ment in time. Let us know (include all 
information such as when ordered and a 
copy of the label and canceled check, if 
possible) so we can correct the problem 
and replace the missing issue. Should 
more than one issue go astray and all 
looks o.k. on our records, we would sug- 
gest that you check with your local post- 
master. 


Duplicate Bills or Renewals: A duplicate 
bill or renewal may have crossed in the 
mail with your payment. These notices 
are printed quite a while before you 
receive them, so it's possible you could 
get a renewal notice even 30 days after 
mailing your payment. Please disregard 
such a second notice; however, should 
you get yet another notice after you have 
responded, please let us know and we will 
check into it. 


If You Move: Please give us б weeks no- 
tice and your address will be updated. In 
the meanwhile, be sure to notify the Post 
Office and arrange to have magazines 
sent on to your new address, as this is 
not automatically done. When sending us 
a change of address, include an old ad- 
dress label, or at least your name and 
address as it appeared on previous 
issues. 


New Subscription Offer: Occasionally we 
use another firm's mailing list in order to 
introduce our publication to more wood- 
workers. Should your name be on that 
other list, you may receive our literature 
inviting you to subscribe. Be assured that 
there is no problem with your subscrip- 
tion - we would appreciate your passing 
the information on to a friend. 


Duplicate Issues: Sometimes orders are 
duplicated or a renewal is processed as a 
new order, so that 2 issues are sent. 
Please let us know if this is happening to 
you (include mailing labels) and we will 
adjust the records by extending your 
subscription or canceling one of the 
issues. 


We are here to help you and will do our 
very best to clear up any subscription pro- 
lem as quickly as possible. But we can't 
help if we aren't aware of your difficulty, 
so...don't suffer in silence. 
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Sleeveless DRUM SANDER 


раў ON NO PRE-MADE SLEEVES TO BUY 
rill Press 

‘Small Motor ECONOMICAL- Simply cut sandpaper 
Lathe from standard size sheets. UNIQUE way 
Combo-Tools of holding paper to drum. Twist of key 


tightens. SPONGE RUBBER backing in- 
sures long wear of paper. 


Radial Saw T 
va” Drill | 


A 
ABOVE 4 DRUMS.... 
За "x3" long. 
2%"х4%" loi 
3"х4 г" long 
2% *хб" long... 
3"х6" long 


Add $2.50 Per Order For Shipping 


FITTINGS AVAILABLE: 

Ye" Bore with уа” or М” adapter 
%-20 В.Н. Thread except % "x3" 
За" Bore except %4"x3" and 2x3" 


MONEY BACK 
GUARANTEE 


Send Check or Money Order 
SINGLEY SPECIALTY CO. INC. 
P.O. Box 5087-J Greensboro, N.C. 27403 


LOOKING FOR THIN 
| HARDWOODS? 


Poplar, Maple, Oak, Ash, Cherry, 


Walnut, Butternut. 

| Available 1/32" to 1/4" thick 

; Random widths and lengths in square foot 
packages. 


| 
/ $1.60 - $3.20/square foot 


Send large self-addressed, stamped envelope and 
- request wood list for prices. 


il SHAKER MINIATURES 
2913 Huntington Road Cleveland, OH 44120 


216-751-5963 
By Appointment Only 


CHEM-TECH T-88 BONDS JOINTS BETTER 
The finest wood binding epoxy adhesive on the market. 
T-88 will cure at temperatures as low as 35° F. without 
shrinking. This strong, durable 1:1 mix will adhere to 
moist surfaces and is very easy to use, even if you're іпех- 
perienced. Clear amber formula forms virtually invisible 
joints, Waterproof? Absolutely! 

Special price for initial order only — 
1 pint $9.50 P. Pd. U.S.A. 


CHEM-TECH. Dept WJ 
4669 Lander Road, Chagrin Falls, OH 44022 |216) 248-0770 


Full-Size TRADITIONAL | 
а ROCKING 


FURNITURE DESIGNS, Dept. 42-92 


1425 Sherman Ave., Evanston, IL 60201 
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Beginning Woodworker (cont'd) 


tapered wedges that can be easily 
removed. These joints are commonly 
used at each end of the stretcher on 
trestle tables. Fig. 8 A & B shows the 
two types most often used. They are 
fun to make and add interest to the fin- 
ished piece. 


Fia.e 


| ІМ? IPLE WEDGES 


Since these joints are usually used to 
join members of relatively large sec- 
tions, the protruding tenons should be 
given fairly substantial shoulders to 
provide plenty of bearing surface. 
Also, the projecting tenon stub should 
be left rather long beyond the wedge 
mortise to prevent splitting of the stub 
along the grain from the mortise. For 
the sake of appearance, the tenon stub 
can be rounded off as shown or cham- 
fered. 

Wedges should be cut long enough 
to provide plenty of bearing surface on 
each side of the mortise, also to allow 
for trimming their ends so they pro- 
trude a uniform distance. Cut the 
wedges with lengthwise grain and 
taper one side. Too much taper will 
cause the wedges to work loose, so for 
these large wedges, a taper of 1 inch 
for every 6 inches of wedge length is 
about right. Traditionally the wedges 
are shaped at their upper ends as 
shown both for appearance and to fa- 
cilitate removal. 

The location of the wedge mortise in 


relation to the large mortise in the ver- 
tical member is critical for getting a 
tight joint. Fig. 9 shows that the wedge 
mortise should extend about % inch 
inside the large mortise. If this is not 
done, the wedge will not draw the joint 
tight. The wedge mortise should also 
be sloped to conform to the taper of the 
wedge. 


FIG.9 me werae мекте EXTENDS 
SUGHTLY INT? LARGE Мает 


The joints we've covered are the 
ones that most woodworkers use but 
there are many more exotic types. 
Chinese and Japanese joiners have 
traditionally disdained the use of fas- 
teners or even glue and have created 
many ingenious wedged and pinned 
joints, some of which are very com- 
plex. Fig. 10 shows a Japanese miter- 
ed tenon joint that wedges itself. 

= 


F\G.10 JAPANESE MITERED AND 
WEDGED TENAN JAINT 


This joint cannot be machined and 
demands a high degree of layout and 
hand tool skill. You can only profit 
from an attempt to duplicate this joint 
and who knows what your efforts will 
ead to. 
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Early American 
Wall Cupboard 


by Steve Benjamin 


With space at a premium in the 
homes of most early Americans, wall 
cabinets enjoyed a great deal of pop- 
ularity because they added some much 
needed storage area. 

While not an original piece, the one 
shown offers many of the characteris- 
tics that make early American designs 
so appealing to many of us. To simplify 
construction, dowels are used for most 
joints, although experienced wood- 
workers will no doubt choose to incor- 
porate the mortise and tenon. Pine is 
used throughout, except for the ply- 
wood back (part G and H). 

Begin by making the bottom (A), top 
(C), and two shelves (B). As shown in 
the detail, all four parts are identical. 
An eight foot length of 1 x 12 stock (24 
inch by 11% inch actual) will provide 
enough material. It’s important that 
the angles be cut accurately, so check 
your saw before starting. Also, make 
sure the dimensions are cut exactly as 
shown. 

To make part D, rip 1 inch stock (24 
inch actual) to a width of about 3% 
inches, then set the table or radial arm 
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saw blade to a 22% degree angle and cut a bevel along one 
edge. Return the blade to the zero degree position and with 
the beveled edge against the fence, rip the piece to its finish 
width of 3 inches. 

Cut part E to the dimensions shown in the Bill of Mater- 
ials. Be sure both ends are square. Referring to the detail, 
drill parts E and D for % inch diameter by 2 inch long dowel 
pins. If you have one, a doweling jig will be helpful here. 
Drill the holes slightly more than 1 inch deep to allow room 
for any excess glue in the hole. 

Parts D and E can now be joined to form the outer frame. 
Apply glue to the mating surfaces of both parts and also to 
the dowel pins. Keep in mind that the dowel pins must have 
a lengthwise groove to allow trapped air and glue to escape, 
otherwise you may not be able to close the joint. Assemble 
parts D and E and clamp securely with bar or pipe clamps. 
Apply only enough pressure to bring the mating surfaces in 
firm contact - too much pressure will squeeze most of the 
glue out of the joint. Use small scraps of wood as clamp 
pads to protect the frame. It’s important that the frame be 
square, so check this before setting aside to dry. Make 
adjustments as necessary. 

Make the two back pieces (parts G & H) next. Solid stock 
can be used, but plywood is probably a better choice, 
especially if you plan to paint the interior. Note that part H 
is wider than part б. Also, part Н has а М inch deep by % 
inch wide rabbet along one edge. 

The cabinet can now be partially assembled. Sand thor- 
oughly parts A, B, C, frame parts D and E, and back parts G 
and H. If there are deep scratches or dents, you may need 
to start with 80 grit aluminum oxide paper, otherwise start 
with 100 grit. For a proper sanding job you also need to 
remove all planer marks (the marks made at the mill by the 
cutter blades of a surface planer). Follow the first sanding 
with a second sanding using 120 grit. A third and fourth 
sanding with 150, then 220 grit will result in a smooth finish 
that will take a stain nicely. 
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FENCE SET-UP FOR CUTTING 
MOLDING (T) 


FENCE 


и 
/ 


SET FENCE АТ 
Z2? FOR 10" BLADE. 


If you ра to paint or stain the cabinet, now is the best 
time to do it - before the parts are assembled. These cab- 
inets often had painted interiors (in this case, parts B, the 
top of A, the bottom of C, and inside of G & H) with all other 
parts stained. If you use paint, choose one of the early 
American colors available at many paint stores. If you can’t 

et one locally, several attractive colors can be ordered 
оп Cohasset Colonials, Cohasset, MA 02025. 

After the stain and/or paint has dried, the back parts (G 
& H) can be assembled to parts A, B, and C. Lay out and 
mark the location of parts A, B, and C, then join to the back 

arts with 1% inch x #8 countersunk wood screws. The 

nt frame (parts D and E) can also be added at this time. I 
used square nails to give the piece a more authentic look. 
Before driving the nails through, I first drilled pilot holes in 
order to Revert the wood from splitting. The general loca- 
tions of the nails are shown in the photo. A good source for 
old-fashioned cut and decorative nails is the Tremont Nail 
Company, P.O. Box 111, Wareham, MA 02571. 

The two sides (part F) can now be made. Rip the stock to 
about 2% inches, then cut а 2212 degree bevel along one 
edge. Now measure the actual opening on the cabinet and 
rip the stock so that it has an exact fit. Drill pilot holes, then 
secure with cut nails. 

To make the molding (J), the table saw is set up as shown 
above. A 23 degree angle is used for a 10 inch blade. Other 
size blades will require some experimentation to get the 
correct angle. 

Lower the blade so that it is barely (about 1/32 inch) 
above the table. When properly set up, just the very top of 
the highest tooth should contact the board at a point 1% 
inch from the edge. Make the first cut with the blade set at 
a height of 1/32 inch. Use two push sticks, one to hold the 
workpiece against the fence, the other to feed the stock. 
After each pass raise the blade another 1/32 inch. It will 
take around a dozen passes to complete the cove cut. 

Rip the stock to three inches (see above), then round off 
at the cut-off line using a sharp plane followed by a good 
sanding. The plate (1) is cut to shape and glued to the top as 
shown. The molding is mitered at 22% degrees, then 
attached to the plate with glue and finishing nails, counter- 
sunk and filled, 

With the cabinet completed, the frame and panel door 
can be made next (parts K, L, and M). Cut parts K and L to 
size as shown. At this point, it’s best to use actual measure- 
ments from the cabinet to determine dimensions. The 5/16 
inch deep by % inch wide groove can best be cut with a 


26 


SLY 


р Wi 2 


MOLDING PROFILE 
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router. Note that the groove must be stopped short of the 
ends on part K. 

The center panel (M) is the visual highlight of this piece, 
so try to select stock that has a pleasing wood figure. The 
tapered edge can be cut on the table saw, radial arm saw, or 
with a panel raising cutter on the shaper. 

Sand all pers thoroughly, then stain or paint as desired. 
Assemble the door as shown. Use glue to join parts K and 
L, but do not glue the panel (M) in place. It must be free to 
expand and contract in the frame. 

Various kinds of commercial door latches are available 
but the one shown is most authentic. The door hangs on a 
pair of 114 inch brass butt hinges which are mortised into 
parts D and K. 

Stained surfaces can be finished with two coats of Min- 
wax Antique Oil Finish. Painted surfaces can be left as is. 


Bill of Materials 
(All Dimensions Actual) 


Description Size No. Req'd 


Bottom 
Shelf 


See Detail 
See Detail 
See Detail 
%х3х32 
%x3x10 
%х2х32 

% х13% х 32 
%x 14x32 
За х2х21 
See Detail 
Мх2%х26 
Мх2%х7 
Их? ах? 


Тор 

Cabinet Stile 
Cabinet Rail 
Side 

Left Back 
Right Back 
Plate 


шо ж т ӘӘ о шо > 
- onm өм кю ЧИЯ 


Molding 
Door Stile 


Door Rail 


Zo wa 


Panel 
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DETAIL: DOWEL LOCATION, 
PARTS б 


Зах2-іп/ 
DOWEL FINS 2) 


DETAIL: DOWEL LOCATION, 
PARTS (© то ©) EE 


SECTION: PANEL. (4) 
z 


O DOOR STILE (© 


TOP VIEW, PARTS L4 4 REMOVED 


DETAIL: PARTS A,B, & 2 
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What a luxurious way to start the 
day - breakfast in bed. This attractive 
contemporary styled serving tray fea- 
tures a Formica® top and legs that 
pull out of the tray to permit easy stor- 
age. Once disassembled, the three 
parts can be conveniently hung on a 
kitchen wall or stored flat in a cabinet. 

Ours is made from ash, since this 
wood takes well to washing and 
scrubbing, although we think oak 
would also look good with this piece. 
The open mortise and tenon joints are 
both strong and attractive. А % inch 
diameter teak pin in each joint adds 
further to the strength and appear- 
ance. 

The four legs (part A) can be made 
first. Cut each one to a width of 1% 
inches and a length of 14 inches. The 
through tenon can best be cut using a 
tenon jig in conjunction with the table 
saw. With the saw blade adjusted for a 
1 inch depth of cut, set the tenon jig to 
cut the % inch wide by 1 inch long 
tenon. 

The handle (part B) can now be cut 
to length and width. Again, the tenon 
jig can be used, this time to cut the 
open mortise. In order for this joint to 
look good, the parts must be close fit- 
ting, so make the mortise cuts care- 
fully, removing a little at a time, and 
always checking the fit with the leg 
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Breakfast Tray 


tenon. 

Part C, the tray support, serves to 
add strength to the unit while also act- 
ing as a stop for the removable tray. 
Cut this part to length and width, then 
add the notch on each end. 

The tray frame members, parts D 
and E, also incorporate the through 
mortise and tenon, and are made in 
the same manner as parts A and B. As 
with parts A and B, make sure the 
joints are well fitted. The slot is cut by 
drilling a % inch diameter hole at a 
point centered 2% inches from each 
end of part E. Use a ruler to draw 
guide lines connecting the two holes, 
then cut out the waste material with a 
saber saw. Work carefully to make the 
cut a straight one. Keep in mind that if 
parts A and B are slightly thicker than 
% inch, the width of the slot should be 
adjusted accordingly. A round file will 
expand the hole if needed. 

The tray (part Е) is made from 1⁄4 
inch birch plywood. Cut it to length 
and width, then apply Formica® to 
both the top and bottom. Since the tray 
is reversible, we used a rust colored 
Formica® on one side and plain white 
Formica® on the other. 

The grooves in parts E and D can 
now be cut. Use a router to cut the 
groove % inch deep with a width that 
allows for a slip fit of the Formica® 


top. Note that the groove must be 
stopped on each end. 

Sand all parts (except the Formica® 
top) before assembly. Join with glue 
and clamps. Use a plug cutter to cut % 
or % inch diameter pins. We used 
teak, but any wood of contrasting color 
will look good, and of course, it adds 
strength to the joint. 

Final sand all parts. The leg unit 
(parts A, B, and C) should slip easily 
into the slot in part E. Before applying 
the final finish, try the tray out by sit- 
ting with it in bed. Some readers may 
want to shorten the legs a bit, it de- 
pends on how tall you are and how soft 
your bed is. An application of Watco 
Danish Oil will complete the project. 


Bill of Materials 
(All Dimensions Actual) 


Part Description Size No. Req'd 
Leg 4 х1/0х14 4 
"Handle %x1x12 
Table Support 


Front & Back Frame % x 1% x 24 


2 
%х1х12 2 
2 
Side Frame %х2%х16 2 
Ттау JA x14 x20 1 


Formica® As Req'd 


The Woodworker’s Journal 


CHAMFE 


September/October 1982 


29 


Veneered End Table 


by Robert A. McCoy 


A curly birch veneer adds an espe- 
cially distinctive look to this trestle 
style end table. Adding further to its 
visual appeal is a border of veneer in- 
lay and a mitered birch frame. 

All other parts are made of birch 
solid stock, although as usual, just 
about any kind of hardwood is also 
suitable. 

For those who prefer to avoid 
veneering the top there are a couple of 
alternate methods. The first, and eas- 
iest method, is to make the top from 
solid stock. Simply edge-glue three or 
four boards to get enough width. 

The second method is shown in the 
detail of the alternate top construction. 
The center panel is made of solid stock 
with a М inch wide by % inch long 
tongue cut along its perimeter. The 
veneer inlay is optional, but if you plan 
to include it, the groove for the inlay is 
best cut and fitted to the frame parts (J 
and K) before they are mitered. Cut- 
ting the groove is best accomplished 
on a shaper, but if carefully done, the 
router and jointer can also be used. If 
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the jointer is used, set the fence to the 
width of the inlay strip, and set the 
depth of cut to slightly less than the 
thickness of the inlay strip. Caution: 
This method requires that the safety 
guard be removed, so use push sticks 
and keep hands away from the blade. 

Readers who enjoy veneering will 
probably choose to have a veneered 
top as shown in the exploded view. Cut 
the top (б) from % inch plywood to 
overall length and width. Make sure 
the corners are square. Both the top 
and bottom of the plywood will require 
veneer in order to equalize stresses, 
although the veneer used on the 
bottom can be an inexpensive type. 
Poplar is often used here. Be sure the 
veneer runs at right angles to the grain 
direction of the face veneer on the ply- 
wood. And use birch plywood - not fir. 
The grain of fir plywood will eventually 
telegraph through. For more informa- 
tion on veneering, there is an excellent 
book called Veneering Simplified by 
Harry J. Hobbs. It’s available by mail- 
order from Constantine, 2050 East- 


chester Road, Bronx, NY 10461. Cur- 
rent price is $6.95 plus shipping. 

After applying the veneer, use a 
dado head cutter to cut the 5/16 inch 
by 5/16 inch rabbet around the peri- 
meter of the top. Work carefully to 
avoid splintering the veneer. 

The frame parts (J and K) are made 
next. Cut the groove for the veneer in- 
lay as described earlier. The miters are 
cut after the inlay is glued in place. 
The % inch wide by % inch deep 
groove is cut by making repeated 
passes over the table saw blade. Holes 
are drilled at the miters to take % inch 
diameter by 1% inch long dowel pins. 
Glue and clamp parts J and K to the 
top and allow to dry overnight. 

The remaining parts are made to the 
dimensions shown. The leg (part A) 
will probably require edge-gluing two 
boards to get the 11 inch width that is 
required. 

On this project it is best to finish the 
individual pieces before assembly. 
Any good quality finish that is water 
and alcohol resistant is suitable. Poly- 
urethane is suggested, although 
Watco Danish Oil Finish is also a good 
choice. Shellac is not suitable. 

If a stain is to be used, it should be 
done after final sanding. Try a sample 
on scrap wood, including a coat of final 
finish. A filler may be required on 
open grain woods. 

When polyurethane finish is used, 
three or four coats are required. Each 
coat should dry overnight followed by 
a light sanding with a fine paper. Do 
not use steel wool between coats as it 
is nearly impossible to remove all of 
the particles. The last coat should be 
sanded smooth using a 280 grit paper 
followed by a good rubbing using 
#0000 steel wool. This may be followed 
by а coat of good wax. 

The assembly process is simple. 
With the top face down on a pad to 
prevent scratching, locate one cleat on 
the top and attach with screws as 
shown. Use a depth stop when drilling 
pilot hole so that you do not drill 
through the top. Place stretcher in 
slots and locate other end so that the 
ends are square with the top. Fasten 
with screws as indicated. Turn table 
upright and insert pegs іп slots. 
Thumb pressure or a light tap on the 
pegs is all that is required. 


Bill of Materials 
(All Dimensions Actual) 


S 
a 


Description Size Мо. Req'd 


Leg ЗА x9 x 19 2 
Foot VA хІх И 2 
Support TA х 1% х9% 2 
Cleat UxX%x8 2 
Stretcher Уз х2х 1994 1 
Peg UX x24 2 
Тор Мх10%х19% 1 
Veneer As Req'd 

Inlay As Req'd 

Short Тор Frame %x2%x15 
LongTop Frame % х2 х24 


A 
B 
G 
D 
E 
Е 
б 
H 
I 
J 
K 
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Chess Table 


by Roger Schroeder 


Achess table can be a popular addi- 
tion to a den or living room, especially 
since it offers a pleasant alternative to 
the seemingly endless nonsense com- 
ing from the television set. The table 
can also be used to play the game of 
checkers, since chessboards and 
checkerboards are identical. 

The one shown was made using an 
oak pedestal and a pine top, with ma- 
hogany and pine for the chess squares. 
As is generally the case though, the 
choice of wood is a matter of personal 
preference - just keep in mind that it is 
necessary to use woods of contrasting 
color for the board squares. Pine, ma- 
ple, birch, ash, or holly can be used for 
the light-colored squares. For the dark 
squares consider mahogany, walnut, 
butternut, or rosewood. 

Begin construction with the post 
(part A), which is made from five 
pieces of 1 inch nominal (% inch actu- 
al) stock, face-glued to form a 3% inch 
by 3% inch turning square. Since most 
1 inch nominal hardwood measures 
about 13/16 inches thick, it will be ne- 
cessary to surface plane the stock 
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down to % inch thickness before face 
gluing. Apply a thin coat of glue to 
both surfaces and clamp securely, al- 
lowing to dry overnight. 

Lathe-turn part A to the dimensions 
shown, including the 1% inch diame- 
ter by 1% inch long tenon, then lay out 
and mark the location of the % inch 
wide by 3% inch long foot mortise. 
Note that the mortise begins at a point 
*% inch from the bottom of part A. Use 
a % inch diameter drill bit to cut most 
of the mortise, then clean up using a 
sharp chisel. Make the mortise slightly 
deeper than the foot (part B) tenon to 
allow for any excess glue or loose chips 
that might prevent the joint from clos- 


ing. 

The four feet (B) are made from 2 
inch nominal (1% inch actual) thick 
stock, cut to a width of 6% inches and 
a length of 12% inches. Transfer the 
grid pattern from the drawing, then 
cut out with a band or saber saw. The 
tenon can be cut with a tenon jig or a 
fine-tooth backsaw. The completed 
tenon should fit snugly in the post 
(part A) mortise. 


The two cleats (part C) are made 
from 2 inch nominal stock (1% inch ac- 
tual) that has been planed down to 172 
inch thickness. The middle is half- 
lapped as shown and a hole is drilled 
through both pieces to accept the post 
tenon. 

To make the chessboard (part D), 
cut two, % inch thick boards to a width 
of 8% inches and a length of 20 inches. 
(The length and width allows for saw 
kerf waste.) Use a light-colored wood 
for one board, a dark-colored wood for 
the other. Rip each board into four 
pieces, with each piece 2 inches wide 
by 20 inches long, then alternate the 
dark and light strips and edge-glue all 
eight pieces. Before clamping, check 
to make sure the ends are reasonably 
close to being flush. 

When the glue has dried, rip 2 inch 
wide strips across the grain. To create 
the alternating chessboard pattern, 
reverse every other strip, then once 
again glue and clamp. 

The chessboard base (part E) con- 
sists of two pieces of % inch plywood 
glued together. The plywood should be 
cut to about 16% inches square to al- 
low for later trimming. 

After determining the best side of 
the chessboard (D), the opposite side 
can be glued to the plywood base. Ap- 
ply glue to both surfaces and clamp se- 
curely. When dry, trim to 16 inches 
square. 

To make the two short top boards 
(F), it will probably be necessary to 
edge-join two or more boards to get 
the 16 inch width. To be on the safe 
side, make the boards about 16'4 
inches wide, then edge-join them to 
the top with three, % by 2 inch long 
dowels as shown. Clamp firmly, allow 
to dry, then trim to the exact width of 
the chessboard (part D). Next, the long 
top boards (B) can be joined in the 
same manner. Note that when all top 
parts are joined the grain all runs in 
one direction. 

Sand the top smooth, then cut out 
the 30 inch diameter top with a band or 
saber saw. A router equipped with а % 
inch rounding-over bit can be used to 
round the top and bottom edges. 

On the table shown, the chessboard 
surface was left natural while the rest 
of the table was finished with two coats 
of Minwax Special Walnut stain. Two 
coats of satin polyurethane varnish 
completed the project. 


Bill of Materials 
(АП Dimensions Actual) 


Part — Description Size No. Req'd 
Post 3%x3%x26% 1 
Foot 1% х6%х12% 4 
Cleats 1%х4х24 2 
Chessboard ax 16х16 1 


Chessboard Вазе Уз x 16x 16 
Short Top Boards 1% x 16x8 
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Long Тор Boards 10 х8х 27 
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Chest Of Drawers 


This small chest of drawers, made 
from pine, is a fairly typical example of 
Danish country furniture from the 
early part of this century. 

Begin by making the two front legs 
(part A). Cut each to 1% inch square x 
2814 inch long, then lay out the loca- 
tions of the four mortises for parts D 
and E. Use a sharp chisel to cut to the 
dimensions shown. Тһе % inch wide x 
За inch deep x 19 inch long groove 
is best cut with a router equipped with 
а % inch straight bit. Note that it is 
stopped 9% inches from the bottom. 

The two back legs (B) are cut to the 
same overall dimensions as the front 
legs. Two, % inch wide by % inch 
deep by 19 inch long grooves are cut 
on each back leg, and again the 
grooves are stopped 9% inches from 
the bottom. Also, to accept the inside 
tenon on part б, part B has a short (4 
inch wide by % inch deep by % inch 
long) groove cut at its top. A sharp 
chisel will make this groove in short or- 


der. 

Refer to the step-by-step illustra- 
tions to make the curve shape on all 
four legs. Once the template is made, 
the profile can be quickly traced to the 
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stock, and all four legs can be cut in 
surprisingly little time. 

The two sides (part C) are next. 
Since part C measures 13 inches wide 
(including the front and back tongue), 
it will be necessary to edge-glue two 
pieces of stock in order to get enough 
width. Two, 42 inch lengths of 1 x 8 
stock (which actually measures % inch 
x 7% inch) will provide enough mater- 
ial to make both sides and still allow 
for some final trimming. Locate and 
drill about three dowel pin holes along 
the mating edges of the 42 inch long 
boards. These dowel pins will primar- 
ily serve to align the boards as they are 
glued and clamped. Apply glue to both 
mating surfaces, then clamp securely 
with bar or pipe clamps. Allow to dry 
overnight. When dry, rip the board to 
a width of 13 inches. The % inch wide 
Бу % inch long tongue can best be cut 
using a dado head cutter although re- 
peated passes with a regular table or 
radial-arm saw will yield the same re- 
sults. Check for a comfortable fit in the 
leg grooves. After the tongues have 
been made, the board can be crosscut 
into 19 inch lengths. 

The three dividers (part D) and the 


top divider (part E) are cut to the 
length and width shown in the Bill of 
Materials. The tenons are cut to the 
dimensions specified in the details. A 
tenon jig will be helpful here, but the 
joint can also be cut with a dado head 
cutter, or by hand with a back saw. 

Next, the lower back frame (F), and 
the upper back frame (G) are cut to 
length and width. The tenons, shown 
in the details, are cut in the same 
manner as the dividers. Note that both 
parts һауе а % inch wide by % inch 
deep groove along the entire length to 
accept the back (J). 

After cutting the % inch thick ply- 
wood back to length and width, the 
chest frame is ready for assembly. 
Sand all parts thoroughly, then assem- 
ble as shown using glue and bar or 
pipe clamps. Allow to dry thoroughly. 

The drawer supports (H) are joined 
to the sides (C) with 1% x #8 wood 
screws. Four screws are required for 
each support. The screw holes through 
part H should be slightly slotted so 
that part C will be free to expand and 
contract with changes in humidity. No 
glue should be used, except perhaps 
for a 2 inch long area at the middle. 
The drawer guide (I) can now be cut 
and glued to part H, but it should not 
be glued to part C. 

The three drawers are made as 
shown on the drawing. Drawer pulls 
can be made as shown, although a 
number of ready-made commercial 
pulls would also look good. 

The molding (Т) is carved from % 
inch stock, then glued to the front legs. 
Drawer stops (K) are cut to size and 
glued in place. 

Like the sides, the top (M) is made 
of edge-glued stock, and it is joined in 
the same manner. To add the molded 
edge, use a router equipped with a 
piloted 5/32 inch Roman ogee bit, then 
use sandpaper to round-off the lower 
edge. The top is joined to the rest of 
the cabinet with 1% x #10 round head 
wood screws (and washers) driven up 
through slotted holes in parts E and G, 
and also through a slotted block 
screwed and glued to the center of 
each side (C). 

A stain like Minwax's Special 
Walnut looks good on a project like 
this. When dry, add several coats of 
their Antique Oil Finish for a soft, low 
luster final finish. 


Bill of Materials (АП Dimensions Actual) 
Part Description Size No. Кед 4 
Front Leg 1% x D x 28% 

Back Leg 19 x 14 x 284 
Side У x13x19 
Divider За x1 х 2214 
Top Divider %х1%х22% 
Lower Back Frame %х1%х21% 
Upper Back Frame JA x 1%x21% 
Drawer Support Мх1%х10 
Drawer Guide Их Их10 
Васк М x 21-5/16 x 17-7/16 
Drawer Stops М х1х2 
Applied Molding See Detail 

Top За х 16% x 26% 
Drawer See Detail 
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Cutting Leg Curves 
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I designed and built this elegant 
writing desk for my daughter. With 
the top ‘‘pigeon-hole’’ cabinet re- 
moved, it also serves as an occasional 
table. Solid cherry lumber and some 
А" cherry plywood was used but wal- 
nut would be an excellent substitute. 

Construction begins with the top 
which is made up of four solid cherry 
boards planed to %” thickness. After 
arranging the boards for the most 
interesting grain patterns, the mating 
edges are jointed and the boards are 
glued together and clamped. No dow- 
els or splines are necessary to rein- 
force the edge-joints. 

The legs are made up by face gluing 
and clamping two ?4" x 8" x 30" 
boards together. This lamination is 
then ripped into four 112” square legs. 
While the legs are still square the 
stopped grooves which hold the rail 
tenons are laid out and cut. A router 
with a %” straight bit can be used to 
cut the grooves a bit short of their full 
lengths. Use a Ув” mortising chisel to 
square off the groove ends. 

The legs are then tapered with a 
bandsaw or by using a taper jig with 
the tablesaw. Starting from a point 5" 
down from the leg top, each leg is 
tapered on four sides to %” at the foot. 
When making the tapering cuts, plan 
on leaving a little extra stock to allow 
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Contemporary Writing Desk 


by Walter Miles 


for finish planing to remove the saw 
marks. 

Next, lay out and cut the mortise in 
each leg to hold the %” x Уз” x 1⁄4” 
tenons of the lower leg rails (F). These 
mortises can be cut by first drilling out 
most of the waste, then cleaning up 
with a %” mortising chisel. Two upper 
end rails (C) are then cut to length and 
rabbeted at each end to form tenons to 
fit snugly in the leg grooves. Using a 
router cut a %” x $4" groove the full 
length of each rail and 38” up from the 
bottom edge. This groove houses the 
tongues on the drawer supports (H). 

The back rail (D) is then cut and ten- 
oned in the same manner as the end 
rails. A stopped groove is routed %” 
below Ше top edge to take the 38” x 
34" tongue of part L. This groove, as 
shown in the detail drawing is 2" long 
and centered on the rail. 

To maintain a continuous grain pat- 
ern running the length of the front rail 
(E) and across both drawer fronts, it's 
necessary to cut the drawer fronts 
from the rail itself rather than from a 
separate board. While it's possible to 
cut starting slots with the tablesaw and 
then use a handsaw to finish cutting 
out the large notches for the drawer 
fronts, it's safer and easier to simply 
rip a 1" strip off the rail bottom and 
then make the four crosscuts needed to 


separate the drawer fronts. 

Choose a piece of fairly straight- 
grained stock for rail E and cut it over- 
size in length and width to allow for 
the kerf width of the ripping cut and 
the crosscuts. After the cuts are com- 
pleted, set aside the drawer fronts for 
later work. The three remaining up- 
right pieces and the bottom strip are 
then sanded, glued and clamped to- 
gether so that drawer openings of 
17%” across are established. 

The glue joint between the four 
parts of rail (E) consists of long grain 
being joined and these joints should 
not require reinforcement, but you 
may find it helpful to run dowel pins 
into the joints up through the bottom 
rail just to keep the parts from sliding 
under clamp pressure. Allow ample 
time for the glue to cure before clamp- 
ing the assembled rail to the bench 
and routing the tenons on each end. 
Also route the groove in the center div- 
ider which takes the tongue or brace 
(L). This should align with the stopped 
groove cut in the rear apron. 

The leg rails (F) are then cut from 
За” stock and the tenons are formed at 
each end. To determine the exact 
length of these rails, temporarily as- 
semble two legs and an end rail, clamp 
the assembly square and measure up 
9" from the foot of each leg to mark the 
bottom edge of the rail. The tenons on 
each end of the rail are 2” long. Note 
that the shoulders on each side must 
be cut at an angle that matches the 
taper of the legs. With the clamped up 
assembly, the legs themselves can be 
used to mark these angles on the rail 
stock. The tenon cheek and shoulder 
cuts are best done with a fine toothed 
dovetail saw. Use the same saw to cut 
the notches centered on each rail to 
hold the long stretcher (G). Cut this 
stretcher 12” overlong so that the ends 
can be trimmed flush with the rails 
after assembly. 

Part L which braces the frame and 
provides a means of fastening the top 
is cut and tongued to fit front and rear 
rails. The leg-frame assembly can now 
be glued and clamped together. Use a 
slow setting glue such as liquid hide 
glue and first glue and clamp together 
each leg and upper and lower rail 
using a pipe clamp and scrap stock to 
prevent marring the legs. When both 
leg-rail assemblies have dried, join 
them with the back rail D. If you don’t 
have a pipe clamp long enough to span 
the full length, make and attach the 
slotted blocks shown in the detail for 
fastening the top and run pipe clamps 
from each block to the legs. 

The front rail and brace L is then 
added, clamping from front to back at 
L. Two clamps are also used from the 
front legs to each side of the drawer 
divider. The stretcher G can also be 
added at this point. Needless to say, 
you should constantly check the as- 


(continued on next page) 
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Writing Desk (cont‘d) 


sembly for squareness during all 
clamping operations so that minor 
adjustments can be made before the 
glue sets. 

Referring to the bill of materials, cut 
the required stock for the two end 
drawer supports (H) and the center 
support (J). Cut a Уз" x 3%” tongue the 
length of each end support to fit the 
end rails. А 4” x %” rabbet is cut at 
each end of the center support to fit 
over front and rear ledger strips (M) 
which are screwed centered on the 
front and rear rails. 

The end supports (H) are notched at 
each end to fit around the legs. 
Temporarily fit these supports into 
their grooves, then cut and fit end 
drawer guides (1) in place on top of the 
supports and tight against end rails 
(c). Run a pencil along the inboard 
edge of the guides to mark their loca- 
tion on the supports, then remove the 
parts and glue and nail or screw them 
together. The support-guide assem- 
blies are then glued to the end rails 
using C-clamps and pads to protect the 
end rails. 

The center тигров (J) and drawer 
guide (K) are glued together so that 
the guide is centered on the support. 
Three %” dia. holes are then drilled 
through this assembly as shown and 
the assembly is fastened to the ledgers 
with four 1” screws. 

Make up eight corner blocks (N) 
from scrap stock and glue and clamp 
them in place using the four extra as 
clamping pads on the outside corner of 
each leg. After making and раста | 
the remaining slotted blocks (with 
slots running across the table), the top 


is laid bottom side up on a rug. The 
frame is then adjusted for an equal 
overhang at each leg and fastened to 
the top with 1%” No. 8 round head 
screws through the blocks and brace L. 
To get at the end screws you'll have to 
drill 3%” access holes through the 
drawer support assemblies. 

Drawer parts are next cut and as- 
sembled as shown. When gluing 
drawers together, take care to keep 
them square and flat until dry. The 
rabbet joints between the drawer 
fronts and sides are best reinforced 
with three small finishing nails or glue 
covered %” dowel pins driven into 
holes drilled through the sides and into 
the front. The rub strips glued to each 
drawer side are cut to a thickness that 
allows the drawers to be centered in 
their openings. 

The upper cabinet top, bottom and 
ends are cut from 3%” stock so that the 
grain runs lengthwise of the top, down 
the sides and lengthwise of the bot- 
tom. This looks good and keeps shrink- 
age and swelling problems to a mini- 
mum. It will probably be necessary to 
edge-joint two or more boards to get 
the 834” width of these parts. The 
original case was joined at the corners 
with screwed butt joints but the joinery 
shown in the drawing is preferable. 

The top (T1) and bottom (T2) are 
identical so the various rabbets and 
dadoes should be laid out with the 
boards aligned side by side and taped 
together. The same situation applies to 
the ends (U). Except for the doors 
which are %” thick, the remaining 
parts are of !4" cherry plywood. 
Although not shown in the drawing, all 


front edges of these plywood arts 
except the back (У) are faced with Уз” 
thick strips of solid cherry to hide the 
laminations. Thus, all front to back 
dimensions should be reduced by the 
thickness of the facing strips which are 
glued in place. 

Before assembly, hinge pin holes 
are drilled through the top and bottom 
while they are aligned and clamped 
together. When drilling remember 
that the doors are inset 1⁄4”. The pins 
are driven in far enough to leave room 
for matching plugs to be glued in place 
to trap the pins and conceal the holes. 

ladded a brass gallery to the cabinet 
top and since the gallery posts were 
fastened by screws from underneath 
the top, it was necessary to locate and 
drill these screw holes before final as- 
sembly. Later a stubby screwdriver is 
used to screw the gallery posts in 
place. The original cabinet as seen in 
the photo used six brass posts but I 
would change the spacing and add one 
more post so that the gallery rails will 
be more rigid. 

Editor's Note: Тһе brass gallery 
hardware was purchased by Mr. Miles 
in New York City and he advised that it 
was the only set of its kind in the store. 
We have been unable to locate a 
source for gallery hardware that is 
both small in size and contemporary in 
style. Assuming you do not want to 
omit the gallery one suggestion is that 
posts be cut from За" dia. brass rod. 
The top ends will need to be polished 
and the posts drilled to take 3/16" 
brass rod for rails. You can either drill 
and tap the lower ends for mounting 
(continued on page 40) 
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screws or simply epoxy the ends into 
За" dia. x 4" deep sockets bored into 
the top. These plain cylindrical posts 
should look attractive on the cabinet. 


After all parts have been tried for fit 
in a dry run, the cabinet is assembled 
with glue and clamped. Lacking 
enough clamps, heavy weights can be 
used on the top to clamp the corner 
joints and dadoed dividers. Either of 
the foot styles shown can be glued to 
the case bottom. Rubber or thick felt 
buttons are added to prevent marring 
of the top. 

The finish to be applied is really a 
matter of personal preference. Gen- 
erally, contemporary pieces of cherry 
or walnut look good unstained and fin- 
ished with penetrating oil such as 
Watco Danish Oil or tung oil. This fin- 
ish is very easy to apply, resists water 
or alcohol damage and is easy to 
repair. The insides of drawers however 
should be finished with shellac or 
varnish. 
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Bill of Materials 
(All Dimensions Actual) 
Part Size Quantity Part Size Quantity 
A За x 26 x 46% 1 N 1%х1%х2 4 
В 1% x 117 x 2814 4 о 34 x За x 21A 4 
(с 34 x 394 x 2012 2 P 34 x 224 x 1778 2 
D 34 x 394 x 40% 1 Q За x 24 x 17% 4 
| E 34 x 394 x 40% 1 R За x 296 x 1714 2 
F %х1%х21% 2 5 % x 16% x 1714 2 
б %х2х41% 1 T1, T2 Уз x 834 x 4334 1ea. 
H 34 x 23 x 201^ 2 U 3% x 84 x 8% 2 
I За x 112 x 2014 2 У V4 x 854 x 43% íl 
ў 34 x 314 x 20% 1 У % x 814 x 1234 2 
K 34 x 2x 201A 1 X W x 814 x 8% 6 
E %х2х21% 1 м %х4%х8 2 
м Ух %х5 2 7 3A x За x У 6 
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Here’s a departure from the usual 
peg on the wall method of hanging 
dishtowels. Simply slip the towel end 
into one of the “У” grooves and it will 
stay securely in place until it’s time to 
face that pile of wet dishes. It’s also 
not a bad idea to tie a knot on the end 
of one towel and keep it in the rack just 
for drying hands. The rack shown is 
made from birch, but maple and oak 
are also good choices. 

The tapered and pinned blocks 
(A&B) provide a rather unique hang- 
ing method, resulting in a board that 
appears to have no visible means of 
support. 

To make the blocks, cut two pieces 
of % inch thick stock to 3% inches 
(allows for saw kerf) wide by 2 inches 
long, then face glue and clamp the 
pieces together. For maximum glue 
strength, it’s important that the grain 
run in the direction shown. 

When dry, locate and drill the two 
А inch dowel pin holes, then use а 
back saw to cut the block at an angle as 
shown. The front (C) is now made, 
then part A is glued and firmly clamp- 
ed in place at a point 2 inch down 
from the top and centered across the 
length. 

Secure part B to wall with screws. 
Position part A over part B so that the 
holes line up, then insert unglued dow- 
el pins. An application of Deftco 
Danish Oil completes the project. 
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Whale Toy 


Photo by Cherry Tree Toys 


|шет OF FARTS WITH DIMENSIONS 


Although this friendly leviathan 
rolls rather than swims, it still 
“5роші” just like a real one. Actually, 
the ''spout'' is a shaped ріп (part В) 
that moves up and down оп a cam (part 
C) as the whale rolls along. 

The company Cherry Tree Toys pro- 
vided us with plans for the project. For 
a copy of their catalog, which lists 
many other toy plans plus various 
parts and wheels, send $1.00 to Cherry 
Tree Toys, Belmont, OH 43718. 

The whale can be made from just 
about any wood species, including 
pine, but for maximum durability ma- 
ple is your best choice. 

Make the body (part F) first. Cut a 
piece of 2 inch stock (1% inch actual) 
to 5 inches wide by 8 inches long, then 
transfer the profile shown on the grid 
pattern to the stock. Also, lay out the 
location of the two 7/16 inch diameter 
axle holes and the % inch diameter 
eye holes. Use a drill press to bore 
these holes before cutting part F to 
shape with a band or saber saw. Next, 
use the drill press to bore the 1% inch 
diameter by Ў: inch deep countersunk 
hole for the spout (part B). Also, at this 


time, drill the 11/16 inch diameter 
hole through the center of the counter- 
sunk hole. 

The 11/16 inch wide slot is cut by 
hand with a back saw or dovetail saw, 
making two parallel cuts to establish 
the width. The scrap is then removed 
using a sharp chisel. 

The remaining parts are made to the 
dimensions shown, although if de- 
sired, parts A, B, C, and D can be pur- 
chased from Cherry Tree Toys. 

Sand thoroughly, taking care to re- 
move all sharp edges. Assemble as 
shown, making sure that all parts (ex- 
cept part B) are glued securely. Keep 
in mind that a small part that falls off a 
toy presents a potential choking haz- 
ard to a young child. Also, when build- 
ing toys, it's best to use a glue that's 
non-toxic such as Elmer’s Glue-All. 
е safest final finish is no finish 
at all. 
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Laminated Shoehorn 


by Sam Allen E» 


This laminated shoehorn not only 
makes a nice gift, it's a great way to 
use up those postcard size scraps of 
veneer left over from your last project. 

The laminating form is made from 
1% inch PVC water pipe with a wall 
thickness of approximately 3/32 inch. 
Although it is called 1% inch pipe, the 
actual outside diameter is closer to 2 
inches. Because of the thin wall thick- 
ness and the inherent spring of PVC, 
the same size pipe is used for both the 
male and female parts of the form. 

Start making the form by cutting two 
8 inch lengths of the pipe. Next, cut 
one piece in half, lengthwise. Use 
sandpaper to smooth out any irregular- 


ities in the surface of the pipe. By 
using both halves of the form, you can 
laminate two shoehorns at once. Three 
worm-gear hose clamps (the type used 
on automobile radiator hoses) provide 
the clamping power (see Photo 1). 

One shoehorn requires three or four 
pieces of veneer approximately 2 inch 
x 7 inch. The number of pieces de- 
pends on the veneer thickness; try for 
a finished thickness of around % inch. 
Spread liquid-hide glue evenly on each 
piece of veneer and stack them in one 
of the half-pieces of pipe. Press the 
piece of pipe that was not cut in half 
into the form that contains the veneer. 
If you are only making one shoehorn, 
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Spaghetti 
Measure 


Trying to judge how much spaghetti 
to prepare for the family dinner is 
usually a guessing game at best, and 
more often than not the cook makes 
much more than anybody can ever 
hope to eat. Now here’s help - a gauge 
that tells exactly how much spaghetti 
to serve for one, two, three, or four 
portions. 

Ours is made from red oak, but just 
about any wood from your scrap box 
can be used. It’s an easy project to 
make, so if you are looking for some- 
thing to sell at craft fairs or gift shops, 
you may want to consider this one. 

You'll need a piece of % inch thick 
stock that measures about 372 inches 
wide by 15 inches long. If you don't 
have % inch material, resaw 34 inch 
stock on the table or band saw. Trans- 
fer the profile from the grid pattern to 
the stock, then cut out with a band or 
saber saw. Lay out the hole location 
before drilling the holes to the dia- 
meters shown. We used a spade bit to 
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snap the other half of the pipe on 
opposite the half containing the veneer 
so that the clamping pressure will be 
uniform. If you're making two at a 
time, load the second half with veneer 
and place it opposite the first half. 


Now slip the three worm-gear clamps 
over the form and tighten them until 
the veneer is uniformly pressed into 
the form (see Photo 2). 


After the glue has cured, remove the 
lamination from the form and cut it to 
shape. Round the edges and drill a Уз 
inch hole in the small end. Give the 
project a thorough sanding, then apply 
an oil finish. 


cut the % inch hole, an expandable bit 
to cut the 1% and 1% inch holes, and а 
hole cutter for the 1% inch hole. Also 
add a % inch hanger hole. 

Sand thoroughly, rounding all cor- 


ners and edges. An application of 
Behlen Salad Bowl Finish (available 
from Wood Finishing Supply Co., 1267 
Mary Drive, Macedon, NY 14502) pro- 
vides an attractive non-toxic finish. 
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Candles will often make lovely addi- 
tions to a festive occasion, especially if 
attractive holders are used. The one 
shown is made from walnut, although 
any hardwood that’s suitable for turn- 
ing can also be used. With a little prac- 
tice this becomes a fairly easy turning 
job, making it a good item to consider 
for sale at craft fairs and gift shops. 

Note that the project consists of 
three separate parts, a base, stem, and 
bowl. The stem is spindle turned and 
should present no special problems. 
The base is faceplate turned, and 
again no special problems should be 
encountered. For the bowl though, 
there are a few suggested procedures. 

Normally, 2 inch nominal (1% inch 
actual) stock is used to make the bowl. 
Secure the stock to the faceplate, then 
turn the top half of the bowl, including 
the 5/16 inch deep by 3-3/16 inch can- 
dle well. This includes a % inch dia- 
meter pilot hole for the bottom of the 
spike. Sand thoroughly before remov- 
ing from the faceplate. Carefully 
center a small faceplate in the candle 
well and fasten with short screws. The 
bottom half of the bowl can now be 
turned and sanded. After removing 
the faceplate, the screw holes in the 
well are filled with a mixture of saw- 
dust and glue. 

A center spike will add some stabil- 
ity to the candle and can be made 
using a 1 inch x #7 brass wood screw. 
Turn the screw into the pilot hole, then 
remove. Cut off the screw head and 
file this end to a point. Now, with a 
pair of pliers holding the pointed end, 
turn the screw into the bowl. 

Apply glue to the spindle tenons and 
assemble the three parts. Several 
coats of Watco Danish Oil will provide 
an attractive final finish. 
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А well-built homemade horizontal boring jig won’t sit idly 
in the workshop, it’s a tool that will be put to use over and 
over again. The sliding carriage (E) permits it to edge-drill 
holes easily and accurately, with little set-up time required. 

Although there are a number of specific dimensions 
shown on the drawing, they are offered more as general 
guidelines rather than rigid requirements that must be 
strictly adhered to. The shape of the carriage saddle (parts 
AA and BB) is left undimensioned since readers will need to 
cut it to the contour of their own electric drill. A % inch 
Rockwell drill was used with the jig shown in the sketch. 
Readers with drills that have a different shape may find that 
even the general carriage dimensions may require some re- 
vision. 

The jig is designed to edge-drill the center of a ?4 inch 
thick board, the size most commonly used. Thicker stock 
can be drilled by adding a spacer along the top edge of part 
D where the carriage (part E) rides. Cut the spacer to a 
thickness that will position the drill to the desired height. 

Construction of most of the jig is relatively straightfor- 
ward, however, keep in mind that in order for this tool to 
have any value it must be made accurately. The base (A) is 
% inch hardwood plywood while the table (B) is the same 
material only 34 inches thick. The supports (C) are standard 
2 х 4 stock cut to a 10 inch length. The guide (E) is made up 
of a % x % x 10 inch strip glued to a piece of stock measur- 
ing 34 x 234 x 24. Before assembly, lay out all parts care- 
fully. Make sure that the corners of part B are cut square 
and also that part B is perpendicular to part D. Assemble 
with 134 x #8 countersunk wood screws. 

Cut cradles AA and BB to size, then apply the % х% 
dado. To transfer the profile of your electric drill, wrap a 
short length of soft solder around the drill, then use the sol- 
der as a template to mark the shape on the cradle. Since 
drill profiles will differ from front to back, you'll need to 
make two templates. Use a band or saber saw to cut just in- 
side the line, then add a drum sander attachment to the drill 
press and sand down to the line. Position the drill in the two 
cradles and check to be sure it is level. 

Cut the spreader (CC) to dimensions shown, then glue to 
the two cradles. To cut the % inch by 2 inch notch, set the 
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table saw blade to a depth of 2 inches, then locate the rip 
fence to make а 1% inch wide cut. Using a push stick, and 
with the side of the carriage (E) bearing against the rip 
fence, run the carriage over the blade. Turn the carriage so 
that its other side bears against the fence and make the 
same cut. This establishes the % inch wide groove. Now, 
move the fence about % inch further from the blade and ге- 
peat the process. Continue this until all waste stock is re- 
moved from the groove. 

Secure your drill to the carriage with a hose clamp of ade- 
quate size. А small amount of wax added to the carriage will 
result in a smooth sliding action. 
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А discarded badminton racquet 
makes a handy organizer for screw- 
drivers, awls, rat-tail files and other 
small tools. Just cut off the handle at 
the point shown and epoxy the racquet 


ж PINE 


stub into a mortise cut in the mounting 
board. Better use a hacksaw when 
making the cut as the metal shaft may 
extend well into the wood. Mount the 
unit to the wall or toolboard with a pair 
of woodscrews. 


Robert F. Gosnell, Plattsburgh, NY 


I have made up sanding blocks in 
different sizes and shapes that work 
really well. With them it’s possible to 
sand right up to tiny corners. The 
sandpaper lasts longer and is easily re- 
placed when necessary. Cut blocks to 
suit and epoxy an aluminum backing in 


place. Coat the backing with 3M 
Feathering Disk Cement and stick the 
block to a sandpaper sheet. The ce- 
ment sets up right away. Use an awl to 
trace around the block to trim off the 
excess paper and you’re ready to sand. 
Worn sandpaper strips off easily for 
replacement. 


Jay Wallace, Ashland, OR 
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Shop Tips 


Many oil finishes, especially if they 
contain tung oil, will tend to harden 
once the container has been opened. 
To avoid this problem, transfer the oil 
to one of those plastic flip-top bottles 
that many hair shampoos come in. 
After using some of the finish, just 
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squeeze out most of the air and close 
the spout. Without exposure to air, the 
oil won’t harden. Make sure the bottle 
is one that has a tight sealing top, 
otherwise air will seep into the con- 
tainer during storage. 

Ross G. Roepke, Tullahoma, TN 


The location of drawer pulls and 
door knobs can throw off the visual 
“БаІапсе”” of a furniture piece. To get 
an idea of what the front should look 
like with the various arrangements, I 
use a hot melt glue gun. 

I put a dab of glue on the knob stem 
or drawer pull back and place it where 
Ithink it should go. This allows me to 
“вее” the finished look without dril- 
ling any holes. And clean up is easy. 
Just rub off! 

James Kearney, Minneapolis, MN 


My shop uses felt on a daily basis 
making wood specialty products and I 
have found that the pressure-sensitive 
sanding disc cement (Sears #2220) 
works best. Since the glue dries com- 
pletely before the felt is applied, the 
possibility of glue soaking through is 
eliminated. The applied felt need only 
be rolled and then trimmed to size for 
a durable, professional looking bond. 

Criag Graybar, St. Francis, WI 


Small scraps of exotic hardwoods 
such as ebony or rosewood should 
always be saved as they can be used to 
make beautiful wedges which contrast 
with the principal construction wood. 


To drive a rosan nut (sometimes cal- 
led a threaded insert) takes a wide 
bladed screwdriver and a fair amount 
of turning force. Even then, the slot 
will usually get pretty well chewed up. 
Here's an easier way. Shortén a bolt 
that matches the internal thread of the 
rosan nut, then use it to drive the nut 
as shown. 


The major tool in my home shop is 
the radial arm saw and I have found 
the use of a stop-block very useful. It's 
quick and very dependable. I've also 
extended the fence beyond the end of 
the table about two feet with a leg to 
the floor for support. The stop-block 
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can be moved anywhere along the 
fence. The %” holes on the side pro- 
vide access to the inner part of the op- 
posite side where the T-nuts are re- 
cessed into that side. The channel cut 
through the block can be of the dimen- 
sions shown to allow for easy operation 
and adjustment on any %” saw fence. 
This block can be used either on the 
left or right side of the blade and is 
very solid when tightened to the fence. 


Ron Toppenberg, Newton, IA 


The Woodworker's Journal pays $25 
for reader submitted shop tips that are 
published. Send your ideas (including 
sketch if necessary) to: The Wood- 
worker’s Journal, P.O. Box 1629, New 
Milford, CT 06776, Attention: Shop 
Tip Editor. We redraw all sketches so 
they need only be clear and complete. 
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Classified 


The Classified rate is 75¢ per word, paya- 
ble with order. Minimum ad length is 15 
words, and the deadline date is the 10th of 
the 2nd month preceding the issue (for 
example, 7/10 for the September/October 
issue). Send copy and check to The Wood- 
worker's Journal, Classified Dept., P.O. 
Box 1629, New Milford, CT 06776. 


Woodworkers make Money when they 
learn from ‘‘The Woodworker's Money 
Book’’. Covers how to sell retail and whole- 
sale, pricing, credit, labeling, much more. 
Money-back guarantee. Mailed first-class 
for $3.00. Inprint, Box 687, Farmingdale, 
NJ 07727. 


Craftsmen - show pride in your fine work. 
Personalize your pieces with engraved 
solid brass plates. Send $1.00 for 2 line 
sample plate. VB, Dept. WJ, 807 East 
Dana, Mountain View, CA 94040. 


Make Wooden Toys - Plans, hardwood 
wheels, parts, dowels, catalog $1.00. 
Cherry Tree Toys, Belmont, OH 43718. 


Toy Plans, complete for indoor/outdoor 
fun. Catalog $1.00. The Toymakers, Box 
3385, Stony Creek, CT 06405. 


Drawings for woodworker's workbench 
(42" x 27%” x 30") with 2 pipe clamp vises. 
Send $2.00, Weekend Enterprises, 12342 
La Barca, San Antonio, TX 78233. 


Save 50% + on Bandsaw Blades, Sanding 
needs - screws - prompt service - small 
quantities. For pricelist send #10 SASE. 
Fixmaster, Box 15521-6, Atlanta, GA 
30333. 


Clock Plans - Make handcrafted clocks for 
gifts or profit. 6 plans $4.00. Kent Ander- 
son, 219 Beedle Dr., Ames, IA 50010. 


Sconces. Series #10. Set of 10 plans and 
ideas: $5.00. Candleholders. Series #20. 
Set of 10 plans and ideas. Some lathe work: 
$5.00. Something Different, 1804 Old 
Hollow Road, Walkertown, NC 27051. 


Tool Plans - Full-size plans and instruc- 
tions. Wooden bit brace $4.00 ppd. Adjust- 
able plow plane $5.00 ppd. Oak Leaf 
Designs, Р.О. Box 36224, Quincy, IL 
62305. 


Plane table tops etc. with router, make 
handy tools - old washer motors. Send 
$5.00. C.J. Pine Shop, R. 6 Box 286C, 
Meridian, MS 39301. 


Woodworkers - Frame pattern for Cross 
Stitch. 25 best sellers. $6.00. King Crafts, 
Box 1727-A, King, NC 27021. 


Woodworkers! 8-fullsized patterns of cars 
and trucks from scrapwood. $3.00. Tube- 
city Graphics, Box 322, Milton, MA 02186. 


Solid brass threaded rod, hex nuts, wing 
nuts, washers. Ditto in steel, plus “Т” 
nuts, thumb screws, hex cap screws, lock 
nuts. Strickland, 494 Old Post Rd., No. 
Attleboro, MA 02760. 
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Children's Old Fashioned Wooden Wagon. 
5" wooden wheels. 9" x 17" bed. Plans 
$3.00. Catalog of plans for wooden vehicles 
free with order. Woodys, 821 S. Logan, 
South Bend, IN 46615. 


Free - Catalog of Wooden Toy Patterns- 
(cars, trucks, trains, etc.). Franks Plan 
Service (WJ-11), 1202 Second, Booneville, 
MS 38829. 


Oak and Brass Antique Wall Telephone 
kit. АП components included to таке 
phone operational! With oak cabinet $119. 
Without oak cabinet (plans included) $79. 
Catalog - phones all types $1.00. Tele- 
phones, Box 58, Beattie, KS 66406, 1-913- 
353-2231. 


Build a Rustic Swingaway Mail Box Post 
now available with our patented self right- 
ing feature. You buy the kit with plans and 
all the necessary hardware to make your 
own swingaway mail post. The cost of the 
kit is $12.50 plus $2.50 for handling. It's 
fun, easy and profitable to build resulting 
in a beautiful and functional post. Send 
check or m.o. to National Swingaway Mail 
Post Corp., P.O. Box 57, Minoa, NY 13116. 


Grid Paper. 1" squares. Size 27 x 32. 2 for 
$4.00. Additional sheets $1.00 each. Wood- 
graphs, Box 1411, Torrance, CA 90505. 


Ceiling Hung Table - Hangers and table 
100% wood. Very different - Conversation 
piece. Plans $5.00. A. Martinson, 745 Gar- 
den Ave., Salt Lake City, UT 84106. 


Will supply 100 year old salvaged antique 
Georgia heartpine for woodworking pro- 
jects. Brochure with six pictures and speci- 
fications, price, and other information, 
$1.00 with SASE to Sunbelt Antique Pine, 
Rt. 7, Box 41, Moultrie, GA 31768. 


Buck Musical Instrument Products. A pri- 
mary source for guitars, banjos, mando- 
lins, violins, dulcimers, wood parts, books, 
records, tools, cases, etc. 150 page catalog 
$3.50. Р.О. Box 71A, New Britain, РА 
18901. 


Swedish Door Harp Plans, a most unique 
project. Easy to make. Plans $4.95, Acces- 
Sory kit $5.95. Custom Woodworking, RD 
4, Box 4294J, Mercer, PA 16137. 


Attention PEG users! New lower prices for 
PEG. Books on PEG use also available. 
Write for our free catalog. WoodFinishing 
Enterprises, Box 10117, Milwaukee, WI 
53210-0117. 


Miniature Furniture Patterns. Dollhouse 
plans. Basswood, hinges, tools, books, 
wallpaper. 1" to 1” scale. Catalog $1.00. 
Green Door Studio, Dept. WJ, Box 6200, 
St. Paul, MN 55118. 


Unusual Folding Rocker using canvas, 
denim, or macrame seating. Pattern $4.00. 
Leisure Seats, Box 9175WJ, Marietta, GA 
30065. 


Over 75 Patterns! Enjoy making profitable 
wooden gifts, toys, household accessories. 
Plus *'Shop Secrets”. Only $5.00. Accents 
(J-92), Box 262, Danvers, MA 01923. 


Lathe Plans, build your own 10" swing 32" 
between centers. $6.00 check or money 
order to ‘‘Variety Woodcrafters’’, 9988 
Ketch Road, Plain City, OH 43064. 


Renew Wood Furniture with Easy to Mix 
formulas. For recipes send $2.00 to Green 
Door Studio, Dept. WJ, Box 6200, St. Paul, 
MN 55118. 


Colonial Rocking Horse....Graceful lines, 
sturdy construction. Full-scale pattern. 
Step-by-step instructions, $3.50. (Satisfac- 
tion guaranteed!)....Catalog of home fur- 
nishings and toy patterns, $1.50 (free with 
order). Country Craftsman, Box 67-WJ9, 
Dauphin, PA 17018. 
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(Cabinetmakers 
|! Supplies 


As a service to our readers, The Wood- 
| Worker's Journal periodically lists sources 
of supply for various woodworking pro- 

ducts. In this issue we've included two 
listings: suppliers of cane and related 
products, and suppliers of wood finishing 
products. 


Caning Supplies 


Most of these companies also carry reed, 
splint, rush, rattan, and related materials. 


Cane & Basket Supply Co. 
1283 South Cochran Ave. 
Los Angeles, CA 90010 
Catalog: $1.00 


The Caning Shop 
926 Gilman 
Berkeley, CA 94710 
Free catalog 


Connecticut Cane and Reed Co. 
Р.О. Box 1276 

Manchester, CT 06040 
Brochure/Pricelist: 50€ 


The H.H. Perkins Co. 

Р.О. Box A.C., Amity Station 
Woodbridge, CT 06525 
Handbook/Price List: 51.00 


WSI Distributors 

1165 First Capitol Drive 
St. Charles, MO 63301 
Catalog: $2.00 


Ye Olde Village Workshop 
Box 227 

Mountain Home, PA 18342 
Catalog: 50€ 


Wood Finishing Supplies 


Finishing Products and Supply Co. 
4611 Macklind Ave. 

St. Louis, MO 63109 

Catalog: $2.00 


Industrial Finishing Products 
465 Logan Street 

Brooklyn, NY 11208 

Catalog: $2.50 


WoodFinishing Enterprises 
Box 10117 

Milwaukee, WI 53210 

Free catalog 


Wood Finishing Supply Co. 
1267 Mary Drive 
Macedon, NY 14502 
Catalog: $2.00 
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